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{,. Before applying power 


: B ef or e applying power AN Caution : Read this section carefully to ensure safe operation. 


Units are designed for operation as follows. 


ULS.A. and Canada .. AC120 V only Europe and U.K. AC 236 V only 
Australia .. AC 240 V only China AC 226 V only 
“Other countries .............000000- AC 110-120/220-240 V switchable 

*AC voltage selection AC voltage selector switch 


The AC voltage selector switch a7 tre rear panel s set 
mat prevails n the area to whice at $ sr 
connecting the power cora to your 4C outlet, ma 
setting position of 1s switch matenes your ire vo-ta 
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Safety pr ecautions _\, Caution : Read this section carefully to ensure safe operation. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS 
APPLIANCE TO RAIN OR MOISTURE. 
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| IC SHOCK TO PERSONS 
i 
! TCOMPANYING THE “sPPLISNCE 


ad 


Unpack tre. 
Ih yOur unit 
deiay. Ony ving Ine url 
retain 7128 sane 2nd g for use SPOud you tr 


Accessories 
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Contents Caution: ‘Read the pages marked A. \ carefully to ensure e safe operation. 
Before applying power... seas 
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Special features 


System connection. 


‘onnection af audio components (CD piayer, cassette deck, power amplifies 
Connection of videa components (LD piayer, VCR. cable/satellite tuner, DVD} 
Digital connections 

About the system controi connections 
Connection of flat-cabie connector 
Connection of antenna 
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Controls and indicators 
Setup of the Graphical Remote 


Controls and indicators ......... ig 

Setting up the GRC according to your AV CONTROL CENTER (Model Type Setup}. . 15 

Setting up the GRC according to the option components {Set Up} 16 

Setting up the GRC accarding to ather components {Set Up)... : i? 
Remote control of components from the GRC 

Controlling the AV CONTROL CENTER 18 


. Controlling the components connected through system control cords ... : we 19 
Convenient functions... ersnaaeees 


One-touch operation “and easy ‘operation features 
System component startup by voice activation (C-V770 only) ... 


Starting the system components by voice “activation | iby. any ‘person 2 
Auto power-save fe 2 
Recording the users own voice for vaice activation {by specific person} 23 
Starting the system by voice activation using the recorded words (by specific person) . 3 


Playing music 


Sound adjustment functions 

Recording 27 

Broadcast reception... . 28 
Recerving broadcast station , : 2B 
Storing stations automatically in preset memary {AUTO MEMORY} . 29 
Receiving a preset station be 29 
Storing radio stations manually in preset memory . fein, OO 
Recerving @ preset statien we 30 
Receiving ali preset stations in order (P. CALL)... . : soe . JO 


Ambience effects 


Sound modes doseecesscseessats deccecesessesesieeeseenetense secttein BL 
Setup for surround play . 34 
Sutround piay 36 
Surround play of LD or DVB 37 
Setup for surround play {while listening to music! 38 
Setup of other speakers than those used by system SERIES 21 veveeseveessssessess 42 


Setup of the surround ettect parameters (DSP) 


Clock adjustment ............00-- 


Displaying the Time 


Timer operation svvneessareananerscereenassenrveresarresenrenenscsstnees 
Timer programming : 
Activating the tner , dette 4G 
Sieep timer ceeteertisens 50 
Set up code chart. secaneessenses sesoeetesesssssaseene 
VCR Set up codes joeccenetetseierssniessitesnnietaninseerieneee 51 
TV Set up codes vee OL 
TV Set up codes bese sosectesesestseutnssrintsetinssrineesnesctese we OF 
Cable Set up codes . . beets custeeesvinenicease 53 
LD Set up codes : seguvusitevisintiesienesinanerinene OF 
Satellite Set up codes deine . we 54 


AL Specifications 
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Special features 


Truehome theater sound _.. 


Dolby Digital (AC-3} 
The DOLBY DIGITAL (AC-3] mode lets you enjoy fuli digital surround from sottware processed 19 tre Dolby Digital iAC-3!) tormat Dolov 
Digital (AC-3} provides up to 5.1 channels of independent digital audio for better sourd qualty and more cowertu uresence thar. 
conventional Dolby Surround 


Dolby Pro Logic & Dolby 3 Stereo 
This surround system reproduces ‘heater-like Surround scund from vigeo so"tware marked 1] [paar sunnouno | 


The PRO LOGIC mode uses the built-in adaptve matrix circuit to steer the Lett, Center. Right and Surround cranre: aud o signais. 
The 3 STEREO mode will redirect the surround signai to the front left and right speakers wher only tre front anc certer speakers a 


ed 


New DSP surround modes 


The DSP iDigital Signal Processor} used for this AV CONTROL CENTER imcorporates a variety o° high duany sdius 
"ARENA", “JAZZ CLUB’, "STADIUM". "CATHEDRAL’ and "THEATER , to acd the “preserce” assoc’é wihan arena, jazz © 
(etc.) to the origina signal. It 1s compatinle with amost any kina of program source 


Graphical Remote Control unit “GRC” 


The GRC unit incorporates a iarge-screen LCD wh-ch dispiavs key ‘cons and parameters. Tre LCD also srows norm aor an 
modes of tne main ualt 

To improve the operaburty, ‘requently used icons are located in the nigher merarchy -n the LCD cisp ay ara cons Ww" 
between each other are shown on tre same screen 

The GRC unit is a mult-turction “emote control unit which can be programmed to control AV components from orrer ™an 
KENWOOD 


ONE TOUCH OPERATION 


Simply pressing the play key of the CD player or cassettedeck turns tre System on and starts playback 
p 


How to use this manual _ 


Patines 


In this manual, the operating procedures are described on the left half of each page and the supplementary explanation, 
display information and other notes on each step are described on the right half. 


(Example of instructions in this manual} 


Operating procedure steps (Left half) Supplementary explanation (Right half) 
Main unit key tobe Graphical remote 
used control key to be used Supplementary 
Supplementary explanation for the 
Step No. Icon selection Press ENTER key. explanation for the main graphical remote 
unit operation control operation 


Seleét the DSP surround mode. 


“GRC _Main unit “GRC 
@ Select psp. Each press switcnes the @ Selection cursor 
indication BX sound DSP Mode 
ARENA 


Tele 2 JAZZ CLUB 
2 STADIUM 
770, C-V7900 5 THEATER 


Canes 


the key 
dd in case the design ot an operation key on the main untt differs between the C-V770/V700 and the C-V550/V500, this manual describes 


using the key name in place of using illustration. 


Connection of audio components (co piay 


Make connection as shown below. 
When connecting the related system components, refer 
also to the instruction manuals of the related compo- 
nents. 

4. Do not plug in the power lead until all connections are 
completed. 


Analog disc turntable 
(with built-in equalizer amp) 


Voice-activation 
microphone 


CV770/C-V700 S50/C-V500 (En/M 


f, cassette deck, po 


Eoaree TAMIL IS 


Malfunction of microcomputer 


If operation is not possible or erroneous display appears even 
though all connections have been made properly, reset the 
microcomputer referring to “In case of difficulty”. 58 


Shape of AC outlet 


vag | Cray | 


Other countries { 
1 


: we 


; iwswrrenee | 
! oO for | To wall 
o=0 | | AC outlet 
Sl EP ls 
a 
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| 
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*2 Cassette deck 2 


ry 


a) 


a ° 


pas OO 


Cassette deck 1 
or MD recorder 


22 Se R200 


The connected components shown here are given as 


=== examples because the available models vary depending 
on marketing areas. 


CD player 
Ls i 


Also connect the system control cords when the 
KENWOOD Audio Component System “SERIES 21” is 
connected. 


a 


*2 Do not connect system control cord to the cassette 
deck connected to the TAPE 2 (MONITOR) jacks. 


*3 The VOICE ACTIVATE jack is provied for only C-V770. 


beet | #1 Power amplifier 


! *t For the connection and operation proce- ; 
dures of the power amplifier and speak- 
ers, refer to the instruction manual of 
the power amplifier (M-A300 or M-A100). | 


Caution regarding placement 
(Except for U.S.A. and Canada) 


To maintain proper ventilation, be sure to jeave a space around 
the unit (from the largest outer dimensions inciuding projec- 
tions) equal to, or greater than, shown below. 

Left and right panels: 10 cm 

Rear panel : 10cm 

Top panel : 50cm 


Monitor TV 


System connection 
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With the C-V500, 
the AC-3 audio 
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[DIGITAL ING 
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Audio OUT 


Video IN 


Video CUT 


Auaia “RONT OUT 


AC-3 
RF Demodulator 


*1 


OVD input jack 
of the C-V770 
and C-V500 


FM DE-EMPHASIS / CHANNEL SPACE switch 
(Except for U.S.A., Canada and Australia} 


The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel is 
set to the cofrect setting tnat prevails in the area to which the unit :s 
shipped. However, the FM DE-EMPHASIS / CHANNEL SPACE setting 
3 not matched to ine area where the unit is 10 be used; for instance, 
when you Moved ‘rom area 1 to area 2 or vice versa, desired recept-on 
of AM/FM ofcadcasts :s not expected. in this case, change tne FM DE 
EMPHASIS ; CHANNEL SPACE setting in accordance with the area 
corresponaing to vn table. The FM DE-EMPHASIS is switched over at 
ihe sarre tre . 


When cnang:ng :ne setting of the FM DE-EMPHASIS / CHANNEL 
SPACE switcr, ‘Irst disconnect the power cord of the ampiifier. then 
reset the channel space switch, connect the power cord again, and turn 
the power on 


The connected components are given as examples because the avail- 


able modets vary depending on marketing areas. 


DE- 
EMPHASIS 
CHANNEL 
SPACE 


S0us 75,8 J 
FM 50kHz: 
AM SkHz = AM 10kHz 
| Area CHANNEL FM DE- 
SPACE freq. | EMPHASIS 
U.S.A, Canada, 
1 Hawaii, South wv 100kHz 75 us 
Amencan countries: 10kHz 
FM; 50kHz 
th tl 
2| Other countries AM: 9kHz 50 us 


Digital connections — | | 2 


Make connections as shown below. 


The digital in jacks can accept either Dolby Digital (AC-3) or PCM signals (the input signal type is detected automatically). 
When connecting the related system components, be sure to also refer to the instruction manuals supplied with the 
components you are connecting. 


Do not connect the power cord to a wall outiet until all connections are completed. 


Connect components capable of output- For C-V500 
ting Dolby Digital (AC-3) or standard PCM To connect an LD player with a DIGITAL RF OUT. 
format digital signals. Connect the LD player to the KENWOOD RF digital demodulator (DEM-999D). 


Then connect the demodulator to the AC-3 AUDIO INPUT DIGITAL IN. 


Connect tne video signal and analog audio signals 10 LD jacks See Connection 
of video components’ 


AC-3 RF Demodulator 
{DEM-999D) 
\ \_/ To connect a DVD player 
we, a a or AKiA . with a DIGITAL OUT 
e D favo} COAXIAL DIGITA: C 
© oi 
a 2 as Orange RCAmncore | _ To ooce o 
)} 


Connect the video signal and analog audio 
signals to the DVD jacks 
iSee "Cornection of video components”. 


The connected components are given as examples because the avail- 
able models vary depending on marketing areas. 
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EXTERNAL DC SUPPLY OC 12v ® 


@ POWER indicator @ AC-3 RF INPUT 
Lams vedi when tne power swiicr i@:s set to ON Connect tris jack to the AC-3 RF OUTPUT jack on your LD player 
i © POWER switch 
3 RF signals input ta the AC-3 RF INPUT jack i@: Use 10 switcr the power ON/OFF 
13] AC. 3 DIGITAL OUTPUT (coaxial @ DC IN (12V) jack 
LD, AC-3 ALDIC INPUT IDIGITAL:, acs. ar Connect this jack ana niet power cord to the AC adantor supplied with 


ENTER your demodu:ator Connect the power’ cord to a wail outiet after 


POWER f completing ail of the other connections. 


= INPUT 


| Place the power supply away from the demodulator, AV 
| CONTROL CENTER, and any antennas. 
t 


on ; System connection 


About the system control connections 


When this unit is connected to KENWOOD audio component system “SERIES 21”, also connect them through the system control cords : 
to allow system-controi operations between components. 
Connection exampie | 
: ds | 
AV SE mS . , 
CONTROL —- : a = " 
CENTER ‘a 
~ \ 
POWER : . “ rad : 
AMPLIFIER we 
=) ! 
pias * a am ! 
GRAPHIC et 2 
EQUALIZER : 
— = == === 1 3 
Be 
| CASSETTE So . | 
DECK - . i 
| - : se 
| cD i 
' PLAYER 


( : 
' About the system control operations ot 


; (Available operations when SERIES 21 components are connected through system control cords) 
i 
| 
| Remote Control 
Lets you operate source components with the system remote supplied with this unit. 


| Automatic Operation 
! When you start playback from a source component, the input selector on this unit switches to that component automatically. (Except TAPE 2) 


, Synchronized Recording 
Lets you synchronize recording with the start of playback when recording from CD or LD. 
i 


Connection of flat-cable connector 


| Inserting the connector Removing the connector 
| 
! 
| 


ail co! 


4 temy. f canmections are loose, :nere courd be loss o7 sourd or va:se Droguced 

2 Wrer oiugging a9 enoluggitg connection cords, be sure {to “rst remove tre power cord fram the AC ounet. ? ugg:ng / unoluggirg 
cenrectic! rs vw thout removal of "2@ power cond can cause mafunctions or damage to the unit 

3 Do rot connect up a power source wh.cn 's larger than ‘mat indicated on the Socket at the rear of the unt 

4 the system control coras cr audio cords are not connected propery, the remote control or automatic operation between sysiem 
components wil not work properly 


Connection of antenna 


(Connection method to each antenna terminal | 


| @ Push lever. @ Insert cord © Return lever. 


AM loop antenna connection 
7 st Pi 


a 


4 | 


GND 


FM indoor antenna connection FM outdoor antenna connection ; 
v °3 an Lea: (2 coay.a. cadIe con”ectec io the FM outasor antenna into 
titto tre FM 75 Q terminal 


porary 


ang cone 


Use tre ct 
7 aval ane @ 
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' 
i 


Controls and indicators. 


c 


Opening/closing the door (C- v770, C-V700) 


OPEN/CLOSE 


f clos ng the door, 01 
G Otnerwise 1h 


When open 
Notey your ing 


Changing the input selection display (AUTO key) 


"1 . . 
1: To change the TAPE 1 display to MD display To make the system control operation, the input selection display 


@ Select “TAPE 1” with the INPUT SELECTOR . should be switched according to the actually connected compo- 
@ Press and hold the AUTO key for more than 2 seconds, untit ! nents. 
“MD” is displayed. About the system control connections = 3B. 
Cach press swrtches ire :ndication 
' 
| TAPE1 — 2? MD 
*2: To change the DVD display to the 6ch INPUT display @ With tre C0770 and C ie swi got’? snotavalane "re 


DVD's set 7 piace 
@ Select “DVD” with the INPUT SELECTOR . 


@ Press and hoid the AUTO key for more than 2 seconds, untit “6 
ch INPUT" is displayed. 
Eacn press switches the imdicatior 
rr. 
1 DVD-A — © 6ch INPUT 


Switching the display mode (DISPLAY key) : 


Use the following procedure to change the display mode. | 
| @ Press the DISPLAY key (remote control only). 


Eacr press swtcres tre na:cation 


| 
| 
| 
i 
| 
Do : 
| 


+ INPUT SELECTOR —-- 2 DOLBY/DSP/ -= 3 Time @ The time display is aisplayed far oniv 5 seccnds, after which the INPUT 
display STEREO display SELECTOR display appears automaticaily 
display @ The display of 2 1s not shown during SOURCE DIRECT and 6ch INPUT 


operations 


For C-V770, C-V700 


MeN 

oa 
7p S.EEe a 
p TIMER 8B 


fi | 
ral) oo © 


The keys which have the same names as the controls on the 
remote control unit provide the same functions as them. 


@1/0 (ON/STANDBY) key 


Press LON DET N 


@indicator 

(C-V770) 
VOICE ACTIVATE indicator 
\ : 


Md cate at occurrence of voce 


val OF 


(C-V700} 
STANDBY indicator 
Lemhis toe stacdoy ace 


@ Remote sensor 
OTIMER SET key 
ress to Set ine mer furct on 
@CLOCK key 
Press to set the 
QVOICE ACTIVATE ON/OFF key 
{€-V770 only) 
Press to on tne vOrCe-BCt-vation opera 
tans ON and OFF 
@VOICE ACTIVATE SET key 
{€-V770 only) 
P 8 d 


WO'GS TO" USE iT VE 


I$ INd-catec, a small amount at power 


OSTEREO key 
OOSP key 
@ DOLBY key 
@® MODE key 

Crass to switch varous setting modes 
@ MULTI. CONTROL keys 

Prass to select va"lous setiing modes 
@GRC transmitter 


fa) 


s trarsmnted tc the 
Convo! 


Grapnical Remo 
@ PHONES jack 

For eadohones ustenirg 
@ INPUT SELECTOR key 

Press to serect the Ispaul 
@TAPE 2 (MONITOR) key 

For use n monitoring of record:ng, etc 
@TIMER MODE key 

Press tc swetch ive ter modes 
@S.DIRECT key 

F ao swiich tre Source Direct function 
reproduce tre source with 


a1ow 
a netter Quéily 
@A.MEMO key 
Press when using tre auts memory tunc- 
son 


@ AUTO key 
S-ess to s@ect tne tuning mode 
Tre auto tung of manual tuning mode can 
be selected 
Pressing ana holding this key tor more than 
2 seconas changes tne TAPE 7 input display 
to MD d.splay or the DVD-A input display to 
6ch INPUT display - Ae 
@BAND key 
Press to switch 'e broadcasting band 
@TUNING keys (Vv, A} 
Press to se-eci te cad:o station to be re- 
ceived 
Tnese keys are also used in the clock adjust- 
mert anc timer operations 
@ OPEN/CLOSE key 
@VOLUME CONTROL knob 


RA Ft eae Wegman 


5 suopliea to the system to bac« up the memory. In this mode. the system can be turned 


The system is in stenaby mode when the disolay snows tne clock display 


For C-V550, C-V500 


Memory inc-cator 


MEM 
ro 

SLEEP AM 
f T’™ER MB | 


SLEEP “IMER -ndicate 


Controls and indicators 


60 60 0006 @ 


The keys which have the same names as the controls on the 
remote control unit provide the same functions as them. 


@POWER 

(ON/STANDBY} key 

(U.S.A. and Canada} 

Press to switch between ON and STANDBY 
@1/ (ON/STANDBY} key 

Press io switch etween ON anc STANDBY 
© STANDBY indicator 
QRemote sensor 
QOGRC transmitter 

Outputs cpe signe s Transm tied ‘Oo the 

Graohicai Rerroze Contro 
G PHONES jack 

For use in seadphones isterieg 
@INPUT SELECTOR key 

Press to se‘ect the pul 
OTAPE 2 (MONITOR) key 

for use n manitorng of recea'rg, etc 
OCLOCK key 


Press 10 Set (MG £ OCK 


s TANDB Y mode indication 


Wwhie stanaby oae °s inaicated,  srrall arrourt of power 1S supped to the system to back up the memory. tn this rrode, the system can de turned 


CN oy remo eae] 


@TIMER MODE key 
Press to switcr the mer nodes 
@® TIMER SET key 
Press to ser ine u™mer concen 
@ AUTO key 
Press to select im mode 
Te auld tuning oF Manuva tuning mode can 
be selected 
Tre imput se-ection disolay of a source can 
ned 19 gnoire’ by press 
coding ine AUTO xey ‘or mo 
seconcs 
@A.MEMO key 
Press when using tre auto merrory ‘unc- 
tion. 
@BAND key 
Press to swiicr the proac 
@TUNING keys(v, A) 
Press vo select ife sacio staton to be re- 
a 
Teese keys are iso used :n te clOCk ajUSt- 
vrert ang timer operations : 


sting Dard 


@ MODE key 
Press to switch varius Soft 
@MULTI. CONTROL keys 
Press 10 SE-ECT 


@VOLUME CONTROL knob 


££ Setup of the Graphical Remote Control (GRC) unit 


Controls and indicators 


The Graphical Remote Control (GRC) unit provided with the AV CONTROL CENTER can also control KENWOOD cassette decks, 
CD player and LD player which are connected to it through system control cords. For details of the controllable functions, refer 
to the instruction manuals of these components. 


Model: GRC-100 
Infrared system 


C 5 


Perform “Model Type 
Setup” of the GRC be- 
fore using it. 


Segment screen 


© 9 66060006 


OG oo 


i f \\ 


eeNMOOD | | 


= 
ae hte 


aw 


za 
(( cD J D)(tapeij(vcRy 


(CSat. )C_v)(Cable )(vcR2} 


(Sound) (Speaker) ( Reset) | 


@Segment screen 
This area displays tne fixed icons: 
@ Return icon 
Seiect co return to tne previous 
diso:ay 
©Main Menu icon 
Seiect to change the nout source 
or serect Main Mena 2 
@Cabie TV icon 
Select 10 control the cable TV’ 
© Satellite Tuner icon 
Select to control ire satel ite tuner 
OCD icon 
Serect to contro 
OTV icon 
Seecy to contra 
QO Tuner icon 
Select to contra: 


ive CD payer 


ina TV 


OVCR licon 
Select to control VCR 1 
@LOD icon 
Sel to conve! the LD slaver 


@VCR 2 icon 
Selec: to contra 

@Tape 1 icon 
Select fo cortroi cassette deck 7 


¥CR 2 


@Tape A icon 
Seiect to control cassette 
@Tape B icon 
Serect to corte 
@Set Up icon 
Select 
@ Input Source icon 
Select to switer the meu 


@ Sound icon 


casset 


make setup overa 


@ Confirm icon 
Select to confirm @ setting. etc 


e@ The irpui source can be selected 
Sng con @ 


# icors @ io @ are used to sevect the 
component 1o be controlled 


Menu screen 


Operation keys 


@Menu screen 
Ths area qiso.ays tne 
OG key cCr 


el nforrmat on 
@ Mode display 


Tre apave iu 
che Se: 


| eaicates up 
1 ode 
| | @CD icon 
Select to set up the 
CD payer 


@Reset icon 
Select to returs te we 
“Model Type Setus” 
menu screen 


'@ Joystick key 


Pross to erte" a se-ection 


@VOLUME (UP) contro! key 


'@VOLUME (DOWN) control 


key 
Press :3 oe Ive 
eve 
@MUTE key 
Press to Mute soung temporarily 


i O70 ( (ON/STANDBY) key 

CONTROL 
comporerts 
rrougm system 
5 cetween ON and 


Press vitcn 
CENTER 
conrected 


STANDBY 


GRC or RC 
infrared ray system 


Approximate operating range 


nivared rerrote contro: 


1 The sunpiled pattenes are ntenued for use im cperaver cneck 


2 When 


Tneretore, thelr lives may be sno 


betore, :epiace all four batteries wth sew ores. 

3. Malfunct‘on may cccur f direct Suni grtor the ight of a tigh- 
frequency lighting fuorescert lamp enters che remote sen- 
sor. In such a case, change the system insta lation basition to 
prevent the ma:function 

4. The GRC display may show erroneous information when the 
GRC unit is operated from outside the specified range 


er tan ordinary dattenies: 
the remote-controliable astarce gets shorter than 


Setting up the GRC according to your AV CONTROL CENTER de Type Setup 


Perform the following procedure after inserting batteries for 
the first time and every time after changing them. 


Preparation @ Press the POWER or 1/@ {ON 


STANDBY i key of tre ma.nunittothe 
ON rroge 


Deine ull 


POO 70-5500 


Model Type Setup (GRC setup procedure) 


7 | Loading batteries 


Caution in battery replacement 


@ Remove the cover. 


" 
| 


@ Insert batteries. 


© Close the cover. 


@ Insert four AAA-size iROSJUM-4) batteries 

ted ny Ihe Doleniv marking 

ain Iné memory o* ine sett.ngs 
€ the battery 

n 30 seconas 

e tet srou'd alse be per 

ing ine GAC tas a measure 

onl However, fins Case 

i198 after emowng we 

rem 


you 


mer 
@ The orocedure om 
tormec wne "es, 


2] Check the display. 


The “Model Type Setup” screen ap- 
pears. 


@ Identify the model type. 
Ise tre tan e or Ine ight 


© Move the cursor. 


- It can be moved in 8 directions depend- 
i Ces : ing on how you press the joystick key. 


+ 
| The icon on which the cursor is moved blinks in reverse 
, video. 


Enter the selection. 


i Press the ENTER key. 


Ce? 
H |r f TED 
) eel 


3 Move the cursor to the Model type icon matching the AV CONTROL CENTER. 


AV CONTROL CENTER GRC 

Model “Model Type Setup” icon 
c-V100.... Model 1 

C-V150 Model 1 

C-V300 Model 2 

C-V350 Model 2 

c-V500 Model 3 


C-V550 
C-V700 
C-V750 
C-V770.... 


Model 4 
Model 4 
Model 4 
Model 3 


“To change Model Type Setup 


(a) 


| @ Select Set Up. 


@ Press the ENTER key. 
© Select Reset 


| @ Press the ENTER key. 


@ Perform the setup procedure from step "B Check the display”. 


@ [re apove € operatic on clears ail of the previously made settings and 


ta aandnar 


Setup of the Graphical Remote Control (GRC) unit 


UN POP DNP OC OVSSC/C-V5CR BaeM! 


2 Setting up the GRC according to the option components (setup) 


The following procedures prepare the GRC for operating the 
components connected through system control cords. Make 
sure that these components are connected through system 
control cords. - 8 


ry atter steos Bto Bai “Made: Type 
with step “@ Se.ec: the CD icon 


@ If you proceed to tne foliowirg ‘Set Up” operations immnedia 
Setup iGRC setuo procedure!” on page - 16 , Stas: operat 
the “Set Uo CD” procedure 


Set Up CD 


Set Up Tape 1 


Setup of GRC according tothe Setup of GRC according to the 
CD player in use cassette deck in use 


Main operation menu > 


Set Up LD 


Setup of GRC according to the 
LD player in use 


@ Select the “Set Up” icon. 


eal 


© Press the ENTER” key to enter the 
selection. 


@ Select the “Set Up” icon. 


Ew 


@ Press the “ENTER” key to enter the 
selection. 
EE 


© Select the “Tape 1” icon. 


@ Press the “ENTER” key to enter the 
selection. 


CENTER 


© Select the “CD” icon. 


© Press the “ENTER” key to enter the 
selection. 


© Select the “Single” icon. 


@ Select “Single”, “Duai”, “Carrous: 
Change" accorcing te tne connected 
CD player ‘ype i 


© Setect the “Dual” icon. 


“or @ Select “Dual” or “Single” accardirg to 
tre connected cassette deck tyoe 


G@ Press the “ENTER” key to enter the 
selection. 


G Press the “ENTER” key to enter the 
selection. 


@ Select the "Main Menu” icon. 


O Press the “ENTER“ key to enter the 
selection. 


ED 


© Press the “ENTER” key to enter the 
selection. 


CentER 


ere i 


@ Select the “Main Menu” icon. | 


@ Select the “Set Up“ icon. 
iad 
@ Press the “ENTER” key to enter the - 


selection. 
RTE 


© Select the “LD” icon. 


@ Press the “ENTER” key to enter the 
selection. 


En 


@ Select the “System Control” icon. 


e Secect 
cording + 


@ Press the “ENTER” key to enter the 
selection. 


e@ icons mn i Lent oricon = appear at ihe 


rroment the setup nas competed 


ercon BP apvears at the moment tre setup 
nas completed 


| In the operations of the GRC (Graphical Remote | 
Control unit), proceed to each step within 10 

| seconds after the previous step. 

The display disappears in 10 seconds: 


a 


Bee 
wv 


To resume GRC display, move the Joy- 
stick key in any directions 


e icon @ appears at the rroment ine setud 


has compieted 


Setting up the GRC according to other components (Set Up 


The GRC can also be used to remote controt other compo- 
nents which are not connected through system control 
cords. To control another component, it is required to regis- 
ter the setup code corresponding to it beforehand. - 51. 


Registering setup codes for VCR 1 
Find the setup code of the component to be registered by referring to the Setup code chart in this manual. 


2 | Enter the setup code. 


Hi ~ . 
| _@ Select the "Set Up” icon. i Check the operation of the component. 
| :  @ Display the operation screen of the component tobe checked. 


@ Turn on the component from the GRC and confirm the 


| 

actual component. 
© Enter the selection cERTED | 
ey | 
i 
! 


ng ce “ENTER” ey: @ lt there is r tman ore setud CoGe. Imput each code to see 


which one turns the power ov That wil be the correct code tor 
yoLr component 


Woy a 


© Select the "VCR 1” icon VCR1 


@ Enter the selection Cente: Although each setup code is designed to work with a 
loy Pressing ine “ENTER” «ey Noisy Number of different models, certain codes may not work 
with some models. (Also, certain codes may only operate 


some of the functions available on a given model.) 
With some models, be sure to keep the ENTER key 
pressed for a while. 


0) 
Qe 


© Enter the setup code. 


CO 


Use the numeric keys as shown below 


(Set) 
1000) 


i 0) Entry examples: 
! 431.....[4] cares CERTERD 
| @ Select the “Set” icon. 400 .....[4] caress (0) (5) 


@ Enter the selection CENTERS 
loy pressive toe “ENTER” kev 


@ When a coge whic" Is not shown :n the setup code cnart Is entered, 
ine entered code aisappears automatcaliy 


Registering setup codes of other components 


The procedure of steps @ and 8-© to @ of “Registering 
setup code for VCR 1” aiso aliows to register the compo- 
nents listed below to remote control them from the GRC. 


ea aM 


Registering setup code for VCR 2 
Registering setup code for TV 
Registering setup code for CABLE 
Registering setup code for SATELLITE 
Registering setup code for LD player (IR) 


CENTER includes the INPUT SELECTOR selection, display 


mode selection, stereo selection and so on. 


The following procedures show how to remote control the 


basic operations of the GRC. 


Operation examples 


Switching the INPUT SELEC- 
TOR (Selecting the CD input) 


Switching the display mode 
of the AV CONTROL CENTER 


Controlling the AV CONTROL CENTER 


' The operations required to remote control the AV CONTROL 


Main operation menu 


Selecting the stereo mode 


@ Select the “Main Menu” icon in the 
fixed segment screen by operating 
the joystick. 


[Farner 


@ Select the "Main Menu” icon in the 
fixed segment screen by operating 
the joystick. 


° 


f 


' @ Select the “Sound” icon in the fixed 
segment screen by operating the joy- 
stick 


= 
Vaeain Menu i 


1 
ees 


@ Press the “ENTER” key to enter the 
selection. 


© Select the “CD” icon with the joy- 
stick. 


ee Main Menut | 
| Cop )WeR)Crapel/ MD) 
| (Funer)(@Ux)(Cable/ Sat.) 
| 


a wee vere oa 


O Press the “ENTER” key to enter the 
selection. 


@ The input source is switched to “CD”. 


; @ Other input than CD can be selected 
in step @. 


@ Press the “ENTER” key to enter the 
selection. — 


© Select the "Main Menu” icon again. 


—-— oon 
[ean tena 2 i 
BBetunl ico | 


O Press the “ENTER” key to enter the 
selection. 


@ Select the “Display” icon. 


Tape2 Monitor 
: 


selection. 


@Each press of the “ENTER” key 
switches the display mode. 


@ it's aso poss.bie 10 select ‘~e Taoe 2 
Monitor 0: Sigep icons steo @ 


J 


© Press the “ENTER” key to enter the 


selection. 


1 
' @ Select the “STEREO” icon with the 


joystick. 
| 
Me Sound 
| (PRO LOGIC )( Source 
| (3 STEREO Direct 


| STEREO ) 
| Ne 


| @ Press the “ENTER” key to enter the 


| selection. 
| CENTERS 


@ <.salso cossibie 19 se 
3 STEREO or Source Din 


i @ 


Controlling the components connected through system control cords 


When a CD player, cassette deck and/or LD player are 
connected with the AV CONTROL CENTER through system 
control cords, their system control operations are possible 
from the GRC. 


Preparations 


cornecton  =..8 
@ Vodei Tyse Setup = 15, 
i Setup of source components —..16 


Operating the tuner 


@ Select the “Tuner” input. 


+ 
c 
3 
ce) 
3 


CENTER 
: @Display the tuner operation 


menu [e-| 


Tuner 


© Select the icon to be operated. 


Tuner 
BBE 
fm MHz 


O Enter the selection we ee seinen 
: “2 “ENTER” 


CERTER: 


Operating the CD player 


@ Select the “CD” input. 


[Main Menu | 


@ Display the CD operation menu. 


[3] 


© Select the icon to be operated. 
lwo) 


@ Enter the selection 
“e “ENTER” 


tre selection 


er selectirg the icon, aress tre “ENTER” key to er 


be selectec 


@ Avy of tne ways wnrict cat Contra: ie 1am 


the CD pleye: operation keys can be selected 
2 Menu cispay shawn on the left s an examp'e which appears with 
a singie CD player. 


@ For the operation of tne CD player, iso read tne instruction manual of 
sme CD plaver 


meme mec tern oan 


Operating the cassette deck 


@ Select the "Tape 1” input. 


ED 


@ Dispiay the cassette deck opera- 
tion menu. 
CENTERO 


© Select the icon to be operated. 


[= 
<p a==3)«3) 
ge 
tsi) 
© Enter the selection - __.. 
iby pressing ine “ENTER” 
revi ENTER 
Operating the LD player 
@ Select the “LD” input. 
Main Menu 
@ Display the LD player operation SES 
menu. 
%%y 
: oO 
CENTS? 
H © Seiect the icon to be oper- 
ated. 
LD 
Sr 
iTrack 01] Ge") 
; Pe }{10key 
@ Enter the selection (all tie }| Pad 


oy oressing me 


| 
l “ENTER™ ko! 


Remote control of components from the GRC 


of tre cassette Geck 


@ Any of the L.D plaver operation <eys can pe selected 
e The procedure on the .eft «s an examoie assuming that “System 
Contoi” “as been selected in the “Setup” sneratior 


@ For <ne oneratior of the LD olayer, also read the struction Nanual of 
the LD olayer 


C-V770/0-V700/C-VS80 /C-V500 [En/M 


One-touch operation and easy operation features 


(CD player, cassette deck and LD player) 


When the system is in standby mode, the operations as de- 
scribed below are possible provided that the associated compo- 
nents are connected through system control cords. 


¢ 

i Preparations 

| 

'  @ Ensure that system control cords are connected. 

@ Set the power switch of the cassette deck and LO player to 
the ON position 

@ Set the power switch of the power amplifier to the ON 
position. 

© Load the source component with the software to be played. 

© Press the POWER or | /( key of the AV CONTROL CENTER 
to put it to standby mode. 


Function available with the play key op- 
eration 


© Press the play key. 

@ The system is switched from standby mode to ON mode. 
© The input selector is switched automatically. 

@ Playback starts. 


. Function available with the eject key op- _ 


' eration 


@ Press the eject key. 
© The system is switched from standby mode to ON mode. 
| © The tray panel of the source component opens. 


Operation available by switching the input 
selector 


@ Select the desired input with the input selector. 
@ The selected source component starts to play. 


@ Use the main unit keys ‘or coeration 


@ CD player anc cassette deck 


@ CD player and cassette deck 


@ Ths operat on is not avanabie from the eject key of a double cassette 


deck 


@ Turn on the system before switcning the input selector 


@ Th-s operation is availatie when the CD, TAPE i 


“ LD input is selected 


{System component startup by voice activation (c-vimony 


When the VOICE ACTIVATE ON/OFF key is set to ON,, talking 

~ a previously recorded word into the exclusive microphone 
switches the system components from standby mode to ON 

» Mode. 

The voice activation can use either the preset word 

(“KENWOOD”) (spoken by any person) or the desired words 

recorded by the user (spoken by a specific person(s)}. 


Starting the system components by voice activation (ty any person) 


Preparation for voice activation (when the system is to be activated by speaking “KENWOOD") 


Main unit 


@ Ensure that the exclusive microphone is connected. 


=38 


© Press the POWER or j /() (ON/STANDBY) key to ON made. 
1/0 


en 


ON/STANDBY 
© Press the OPEN/CLOSE key to open the door 
@ Press the VOICE ACTIVATE ON/OFF key to ON 
iso trat the isaicetor ights n vec! 


VOICE __ 
ACTIVATE 
ON/OFF SE 


: 


© Press the OPEN/CLOSE key to close the door. 


| @ Press the POWER or [/© (ON/STANDBY) key to 
| STANDBY mode 
l so that the a spiay Shows tre clock nformarer! 


@ ica tre CD paver 5: LD o.ayer w 


the fy 


On aS 19 iGvS 


cach press sw 
7 | When the indicator is lit: 
ese VOICE ACTIVATE is ON. 
L_ ; When the indicator is not lit: 
vest VOICE ACTIVATE is OFF. 


Operation for voice activation of system components (by any person) 


@ Speak “KENWOOD” into the exclusive microphone. 


@ The system components are switched from standby 
mode to ON mode. The input selection is switched to 
CD or LD, and the corresponding component starts 
playback. 


Auto power-save 


When the system has been started up by voice activation, it 
will return to standby mode by automatically taking the 
following steps. 


| @ The system components are started up by voice activa- 

| tion. 

i @ CD or LD starts to be played. 

© After the CD or LD playback completed, the system has 
remained in stop mode for about 30 minutes. 

| OQ The system returns automatically to standby mode. 

H 


@ Te voice is recogrizec by word "KENWOOD" spoxen by any oerson 


dLDo aver mave been corcected. ne CO plaves 


e Tre CD piayer of LD player snould be loagea witn tne software to be 
olayec before me voice act-vation 

@ If one of *7@ CD olayer or LD piayer nas been loaaed w-th software 
wre system remains ir ston mode for about 30 mirutes tren returrs 
automatically to Standby mode 

elf ne input source Is changed during playback of the CD ar LD player 
after tre sys.em nas been started up dy voice activation, tre auto 
power-save function is re‘eased. 


The voice activation setting function allows the user to 
record desired words for use in voice activation. 

The user can switch the system from standby mode to ON 
mode by speaking the recorded words. 

However, note that voice activation using preset 
“KENWOOD” is not possible when the user’s words are 
recorded for voice activation. 


Note for voice activation recording 


The words for use in voice activation should be recorded in 

an quiet environment. Correct recording may sometimes | 
be impossible in a noisy environment. 

When using the voice activation function, too, adjust the i 
microphone position so that it does not pick up noise. H 


Recording the user's own voice for voice activation tty specitc person) 


One as well as more than one word can be recorded for use in voice activation. 


Main unit 
@ Press the VOICE ACTIVATE SET key to ON. 
voce 
; ACTIVATE 
H ON/OFF SET 


SS) SRN 


™ @ The indicator lights in amber. 


NA 
cose TAILY 
A. 


— © Record voice (words). 


To erase the recorded voice 
“Main unit 
@ Press and hold the VOICE ACTIVATE SET key for more than 


5 seconds. 
© The entire recorded voice is erased. 


@ Lp to 5 words can be recorded providec that tney are spoxen ” less thar 
abou: 1? seconas. if a long word Is recoraed, the tocal number of woras 
wh cn can be recorded may become less than 

rer one user can record up to 5 words of up xo 6 users can record one 
word per oerson 

ef more tran the specified number of words are recorded. the words 
recorded earlier are overwritten by newly recorded words :n the order they 
were recorded 

e@ "RECORD" 1s dsplayed to ndicate tre status on which vorce recording s 
pessitie “RECORD OK" 1s displayed wren recoding has completes 
successtully 

@ Repeai stens @ to @ if you want to record anoiner word 


ef recovairat 
rihs case 


@. the gisn ay ights 12 "ed ana srows “RECORD NG 
ceaure from step @ 


res 


@ When tne recorded words are eraseu, the unit returns to tne status 
al-ows "Starting the system components by voice activation | by 
any persor)" specifed by “KENWOOD 


Starting the system by voice activation using the recorded Words toy specie person 


@ Ensure that the exclusive microphone is con- 


nected. +=o5 
@ Press the POWER or | /() (ON/STANDBY) key to 
ON mode. 


© Press the OPEN/CLOSE key to open the door. 

@ Press the VOICE ACTIVATE ON/OFF key to ON 
so Tat the indicater ights in green! 

© Close the door. 

@ Press the POWER or | /@ (ON/STANDBY) key 
to STANDBY mode 
iso that tre cisplay snows the clock mformation: 


@ Load tne CD player or _5 player wth the software tc be playea 


@¢ the ind-cator bgnts in red, tne unit 1s in the status which allows 
“Starting the system components by voice activation (by any person)" 


Operation for voice activation of system components (by specific person) 


@ Speak the recorded words into the exclusive microphone. 


@ The system components are switched from standby mode 
to ON mode. The input selection is switched to CD or LD, 
and the corresponding component starts playback 


@ If both ne CD player and LD olayer have been connected, the CD player 
1s given the precedence 

@ Tre auto power-save operation aiso occurs after the system compo- 
nents are turned ON by means of vorce activation by specific person 


The following procedure allows to play a CD or cassette 
tape. 


Preparations 


@ Connect components as described in “System connection” 


# Complete “Setup of the Graphical Remote Control iGRCi unt” 
~ j4, 


RE ELF TS 


(Ey Press the ON/STANDBY key to ON. 


Vo 
JON/STANDBY 


GRC 


ONSTANDBY 


2 | Select the input source. 


~ Main unit “GRC 


<l INPUT D> 


cb) o (Tape1/MD) 
CERTEED 


@ Load tre CO prayer ov cassette Geck with the so‘tware ts 
=Read the -‘nstruction manuals cf the associated 


With the main unt operation, the nj 
VCR 

AUX 

TAPE 1/MD *1 
TUNER (frequency display) H 

cp 7 Ti 
DVD-D I ul 
DVO-A / 6ch INPUT *2 —™ 

| LoD wee a 
| LD -A 

w» 19 CABLE / SAT 


*1: To change the TAPE 1 display to MD display 
de *2: To change the DVD-A display to the 6ch INPUT 


display 
To enabie system-control operation, .7e disp:ayeu information shoud 
1 pe set according +o the actually connectec components - 
Ce RR @ Note for using the 6ch INPUT 
e Step Bl can be omitted if the easy operation feature is available 
3] Play the selected source. —- —_—_- oe 
"Main unit “GRC_ dd One-touch operation 
i 
| i= J 
; eo or 
Operation on each 
P Canes CENTES? Pressing the play key of the CD player or cassette decx starts up the 


source component 
sz (> 
| CERTERI [eERTes 


Adjust the volume. 


_GRC_ 


To increase volume 


To Gecrease volume 


To To 
decrease increase 
volume volume 


system automatically and starts playback. When ih’s operation is 
used, steps i and @ can be omitted ~ 21 


@ The time taken till the volume level is displayed is variable depending 
on the current operating condition 

@ Rotating the VOLUME CONTROL at a higher speed increases the 
amount of volume change (A! VOLUME function} 

e@ The sound of input source cannot be listened to while TAPE 2 
{MONITOR} is ON 


CV770/C-V700/C-V5S5C/C-V500 (En/M] 


Adjusting the tone 


“Main unit “GRC 
@ Select STEREO. 


STEREO| D: 
ee CeNTES 
STEREO 


TERT 


1O-VIOOIC-V 770 anlyt 


@ Select the BASS or TREBLE adjustment. 


MODE 


© Adjust the selected item. 


@ Bass | EIEBO 
@[trebie | EEEZEW ©) 


7 1. 
decrease 


MULTE. CONTROL 
LEVEL ><, 


ease 


Adjusting the left/right sound balance 


“Main unit . GRC 
@ Select STEREO. 


FR omy 


Eel 
Rr 


CENTER 


© Adjust the selected item. 


@ Lomein @ 


To cecrease 
left cnanne 
leve 


MULTI. CONTROL 
LEVEL ur. 


Main u 


Each press of the MODE key swithes the adjustment item as shown below 


1 BASS Tore, Bass 
2 TREBLE Tone, Treble 
BL wnnennn- R Balance 

4 SWeh Subwoofer 
5 INPUT Input leve 


@ The display on the GRC disappears it no operation has been performed 
tor apout 10 seconds 

ene display on the main unit disappears 1° no operator has beer 
performed for about 5 seconds 


Tre seve! vaiue cranges 


@ The leve: can pe adiusted between -8 ana +8 in steps of 2 
e The tone cannot be adjusted wher tre :nput selector is set to 6cn 
INPUT of the AC-3 inaicator is displayed 


“Main unit 


Each press of tne MODE key swithes the adjustment item as shown below. 
1 BASS Tone, Bass 


2 TREBLE Tone, Treble 

2 L------- RB Balance 

4 SWeh Subwoofer 

5 INPUT Input level 
"GRC 


« If you proceea to this procedure immediately after that for “Adjusting 
tne tone”, you can use the same menu on the GRC. 


Position oF the lett Position of the egnt 
speaker Indicates the center speaker 


| 
! ~--W@,--f) 


Indicates the balance setting 


Source Direct playback 


This feature allows you to play the source signal with a high quality ov 
passing it only through the minimum required circultry, 


Main unit _ “GRC 


© Select the playback source. 


<INPUT D 


S 


@ Select SOURCE DIRECT. 


S.DIRECT 


oN 
1C-V700/C-V770 oniy? Source 
Direct 

CENTER 


© Playback the source. 


To listen through headphone 


@ Plug headphones. 


@ Adjust the volume. 
“GRC 


To increase voiume 


To To 
decrease nerease To gecrease volume 
voume volume 


To mute sound temporarily 


Sound adjustment functions 


YEON En Mt 


cve7Cv700/0 VS 


To cancel 
Seiect the Source Direct (S.DIRECT) again. __... —_— 


eTre speace’ sound s de‘eated at ine ™ 
nserted inta the PHONES tack 

elf "eaaphones are plugged na 
automatically switchea to the STEREO. 
* trey are p.ugged .n during 6en INPUT p-a 
ch will be played 


Tre previous status resumes at iné Moment heagpnanes sre u7- 
oluggea. 

e If headpnones are olugged in qurng test tone output. the test tore 
output siops 


“GRC 


MUTE 


le 
Swe 
ane 


Binks. 


To cancel 
Press the MUTE key again. 


When recording sound with a recorder component of 
KENWOOD, synchro recording is possible by setting the 
INPUT SELECTOR to select TAPE1 or MD according to the 


connected component. 


To record a music source 


CN77G/C-V700/0-¥852/C-V500 [Er /M] 


“GRC 


Main unit 


@ Select the source to be recorded. 


Seect ar nput so. 


nes tnar TAPE 1 


<INPUT > 


omme) 


ETE 

© Putthecassette deck inrecord-pause 
mode. 

© Play the source and start recording. 


Notes for using the LD, DVD or 6ch INPUT 


Restrictions with LD and DVD: 

Both auac ana viceo can pe recorded if the source uses 
analog auaia 

Auge record na 1s not avaiable f the source uses digita 


bh 


auds 
Howeve’ aud-o recoruing is possib-€ # Ihe a7alog input trom tre 
: SCurce 1S avallan.c twhen the analog Cutput lacks of the DVD are 
comeczedio tre FRON® avaig input iacks of tre AV CONTROL 
CENTER arc tre DVD outouts araiog audio s:gnail 
3 The TAPE 2 IMONITOR! function s not avaiable with the 


gigita input 


Restrictions with 6ch INPUT: 

Tne played aud-c canro: be recorded 

Tre monitor furcto7 cannot be activalea by pressing the 
TAPE 2 (MONITOR) xey 

Serroune pay, its adiustrrent, STEREC moae play, tone 
agjustmen: and Source Direct play are rot available 


wR 


w 


source 
Weer LD. DVD a 6cr INPUT ‘s selected 35 the ‘nput source. the 
operator iS Supected io the following "estrct ons 


Regarding TAPE 2 (MONITOR) 


A cassette deck or grapmic 


equalizer car be cannected to this urit’s 


TAPE 2 (MONITOR) terminals 


Main unit 
Each press switches the :naication 
r= 1 VCR 
2 AUX 
3 TAPE 1/MD 
4 TUNER (frequency display) 
cD 
OVD-D 
OVD-A / 6ch INPUT 
LD-D 
LD-A 
10 CABLE / SAT 


i 


GRC_ 


Seiect tne icon of the source to be played 


e The TAPE 1 dispiay can be changed to tne MD display and the DVD 


aisp'ay can be changed to the 6ch INPUT display 


- 30 


@ For the recording using a cassette deck or MD recorder, read the 
instruction manual of tne cassette deck or MD recoraer 
e Recording sound from a MD recorder onto TAPE 1 is not possible 


because the input selection Is overlanped 


@ Remember tnat varying the input !eve! during recording causes the 


recording 1eve: 10 be varied 


A ON OE 


H you connect a graphic equalizer, turn the 


TAPE 2 (MONITOR) key ON I you connect a 3-nead cassette deck, you can monitor the source sound, or the sound being recorded, while recording 
Press.ng the TAPE 2 (MONITOR) key .ets you compare the recoruea sound anc the source sound Refer to the operating manual for the component 


you cosnectec jor furtre detars 


Receiving broadcast s 


Select the TUNER input. 


| Main unit GRC 


<INPUT > 


2 | Select the broadcast band. 


WV OC/SVS8C/C-V590 [En /M 


Main operation menu 
‘Th ¢ 
on ine 


Main unit 
cach press sw tenes :7e -ndicat-o7 
p> 1 VCR 
| 2 AUX 

3 TAPE 1/ MD 

4 TUNER (frequency display) 
; 3D 
| 3 DVD-D 
|? DVD-A/ 6ch INPUT 
: LD -D 
' LD-A 
le 1 CABLE / SAT 


© @ 


_Main unit” GRC 


Press BAND xey CERTESS 


3 | Select the tuning method. 


Eacn press switcnes cne indication 


1 FM 
CaM 


Gr oOo as 
it ti 


°FM™ of “AM® iogicator 


® You can also siart the procedure from step B by omitung steo @ 


~ Main unit “GRC _ 


Press AUTO key 


NTE! 


t 


| 4 | Select a station. 


Each press switches the :ndicatior 
c 1 AUTO It (auto tuning) —-- _ 


2 AUTO not lit (manual tuning) oN 
Toe 
vo 


@ Usually, set the switcn to AUTO (auto tuning! 


Select manual tuning when noise :nterferes due to weak racio wave. 
(The stereo broadcasting 's received in monaural during manual tuning.) 


Main unit 


To increase trequency 
\ 


Sess TUNING Uo or 100.00 
Dowr Key. MHz 


~o decrease frequency 


CENTESD 


Frequency aisp.ay 


oc me 
Le Oe 
“TUNED” sgnis up when a 
station 1s tuned 
Auto tuning The next station found is tuned automatically 


Manual tuning : Press repeatedly or hold until a station is tuned 


Use the operating procedure on this page to store stations 
automatically in preset memory. Up to 40 stations can be 
preset and received with a simple key operation. 


Storing stations automatically in preset memory wuto memory 


The foliowing procedure allows to select broadcast stations and store them in the preset memory (up to 40 stations can be 
preset}. 


10 Som 


Ed Set the INPUT SELECTOR to “TUNER”. 


1 VCR 
| Main unit ; & AUX 
2 TAPE 1/MD | 
[| SLINPUT & 4 TUNER {frequency display) my (my 
(G9) by ae 
! - | 6 DvD-D Ot el oe 


g > DVD-A / 6ch INPUT _. 
| So + s LD-D 
L. 3 LO-A 

19 CABLE / SAT 


@ The prewously tuned frequercy 's aispiayea 


2 Set the receiving band. 
Eacn press switches the indicator 

“Main unit - + FM . 
— > AM 


| Se. BAND «es. “oo 


3 | Preset radio stations by AUTO MEMORY. 


| Main unit - ~ 
i The stations which are received are stored 

in order beginning from preset channels 

“01” {up to 40 stations can be preset}. 
\ 


| ss A. MEMO +. 


i G include no more than 40 stations, sta- 
tions in other bands than it will be preset 
after ther. e@ The channe:s oreset by the Auto Memory operation are stored by 
replacing the same number ot previously preset channels as the newly 
oreset channels 


When the receiving band selected in step dd 


Receiving a preset station __ 


Pace SP gek GE YP Be 2a 


Press numenc keys in the order as described pelow: 
~GRC_ To erter "15" amen (5) aan 
—_ To enter “20” En cere) (0) eae 
® If youcommit a mistake in entering the digit of 10, press the key 


severa: mes to return to the orginal display and re-enter the preset 
number from the beainning 


Pi tN: 
40) of the desired station. reser Ne 


Oe 
Enter the preset number (max. 4aQe 
9} 

Q 


ar Nese 


“ge : Broadcast reception 


ON? 700 EN 700/55) 


OO (Er 4M) 


The AUTO MEMORY function stores radio stations starting : + ~ 
with preset channels number 1 by giving priority to the | Order of radio station presetting 

stations of the band being selected. In consequence, if you | The manually preset stations can be preset either after 
want to preset the stations in other bands than the selected | dd the stations preset by the AUTO MEMORY function as 
band, first execute the AUTO MEMORY operation then | shown below or by overwriting them. 

preset other desired stations manually in preset channels | 


left idle after the stations preset by Auto Memory. ' 


Preset number 


Preparation (2 3940 
Select tne TONER moet. amen 72 i Station preset with ~ 2 Station preset with 
isplay uner operation menu. — 08. ! AUTO MEMORY Manual Memory 


Storing radio stations manually in preset memory 


“eRe e@ Apart from ihe auto mercory function, stations car aise be stored 
ei manuajy in the prese’ Mory 
@ Select the receiving band. @ In ime manual Memory storage Soe‘atiOn OF ‘ad Stations, | may take 
@ Select a station or frequency. atew minutes afte’ the Memory «ey 's oressed ti! t"e me™mo'y aisolay 
© Press the Memory key during receiving a starts to link depend.ng on the receiving corditon 
station. 
Lgrts upto “Ssecs Boks for 10 sect 
Bane - 
ne 
@ Ci mart 
Proceed to step @ within 10 sec fot a bo 
if more than 10 sec. have elapsed, (Memory } 
press the Memory key again.i 
CENTER? 
Press tre numeric keys ir the followirg order 
G Select one of the preset numbers from 1 Tost 45" Y ial 
to 40. o store -n "15 CENTER? 


To store n “20 [+10] RTes CENTERS (0) 

@ Repea: sieps @.8,0.0 ‘or each of tte stations co De stored in 
memory 

e If a station is stored na preset numper weich mas alreacy stored a 
station Memory under 1, the orevious Nemcry :s replaced by the rew 
memory content 


Press the numeric keys 'n the following onder 
To recail “15 
To recail “20” 

@ if you make a mistake in entering the figure of 10, oress the [+19] <ey 
repeatedly until the original display 1S snown, v"er enter the correct 
number 


P-eset number stored in memory 


Enter the preset number (max. 
40) of the desired station. 


Receiving all preset stations in order (P. CALL) 


@ Every time the key 's pressed, the next staton:n the order of the preset 
number is received 


oR 


GRC 


When you pr 

| The preset umber The preset number you press [P.Gatil[>} key. ... 
| f 

| 


cecreases Nncreases. 1 
Te 2a Be 38-39-40 
When you press (4)(P.Gall] key, ... 
i 
Vr 2H Bs 38-39-40 
H the key is held pressed Preset stations will be received suc- 


cessively for about half a second each. 


SS0/ C4500 [Er /v 


jence effects 


This AV CONTROL CENTER incorporates 4 different sound modes to let you enjoy surround sound with a wide variety oi 

program sources. The Dolby Digital (AC-3) and Dolby Pro Logic surround sound let you enjoy theater-like surround effects when 

you play Dolby Digital (AC-3} and Dolby Surround program sources (like Laserdiscs and DVDs). Dolby 3 Stereo creates a 

Panoramic frontal sound field. The Digital Signal Processing (DSP) modes let you create a variety of different sonic 

environments from almost any type of program source. 

To obtain the best possible surround sound, be sure to complete “Setup for surround play" before using the surround modes 
= 34 


Sound modes 


Dalby Digital {(AC-3) 


The Dotby Dgital tAC-3) surround format ‘ets you erjoy up to 51 
channels of digttai surround sound from Doiby Digital (AC-3) oregram 
sources (Such as Laserdisc software marked QUES") i Compared 
with previous Dolny surround, Doloy Digital iAC-31 provides even 
Detter sound quality, qreate’ spatial accuracy, and improved aynarnc 
ange. 


Note 

Altnough a full set of soeakers (front ‘eft, sqht, ana center. Surround 
ieft and right, and a subwoofer is required for t*ue 5.1 channe: Doiny 
Digital 1AC-3) surround sound, this AV CONTROL CENTER ets you if S 1 sean 2 
enjoy Dolby Digitai (AC-3} lana Dalby Pro Logic! orog'ar sources “ i 
even ‘f you connect only the frort speakers 


“LEE = Law Frequency Effects. Tris c! 
grectional Sass signals ic the supwos 
bass sound etects 
Altrough only Dolpy D gia 1AC-3 
rate low *requency 


Dolby Pro Logic 

Dolby Pro Logic :s a specially encoded 2 crannel 

surround format des:gned ‘o orovide theater-uke sur /6 

rourd sound from Dolby Surround encode@ sources. 3 

isucn as video ana Laserdisc software marked A an 
cS 


(X] (parsomonnn] | This AV CONTROL CENTER is : 
\\“‘Sunwooter* 
\ 


2 Wit Pr f 2 S 
equipped with a Dolby Pro Logic surround agcoder to Suowooier* 


et you enjoy the wice variety of currently available 


Oc.by Surround nore video software Front Sreaxer brort Sneace’ 
So"round speaker if Surrossa speaner ‘ 
yd y 
* Optional n this vioge 
Dolby 3 Stereo — 
Da:by 3 Stereo -s available for systems that do “ot have surround Cente: speaker i 
speakers When in tne Dolby 3 Stereo mode the surround information / 
'§ ‘edirected to the front ‘eft and right sneakers. This mode :s / ray fort = 
desigred for use wit" Dolby Surround program sources, dui can also i | Ww 2) 
improve sound field unity for srograms ‘nat are not Doiby Surround ie) { a G) 
encoaed. Dialog oositioning and sound Image definition, however if We 


ay Nol be as accurate when used witn programs that are not Doiby f \ Supwooter* 


Surround encoded 


Front Soeaxer 


| 
€ \ 
* Optionar in this mode. 


i 
, Tre DSP mode :e 


% LON Tey 


DSP made 


yOu aad the atmosphere of ar arena. jaz? club. 0” 
stadium to almost any type of program source." These modes are 
qicua’y ellen wren u wil Stereo program sources, !ike 
revision, ard FM ‘adic You mught enioy trying ire STADIUM or 
‘Ou watch & concert or sporting event! 
WALL patarreter 61S you adjust ine “brightness” of tne sonic 
nvironment dine to your preference 

200M S 


€l lets vou adjust the “presence” of tne sonic 


cording to your prefererce 


2 @ stereo-l:ke Surrourd effect trom 
nere w Il be some reduct-o7 in the prese 
oO Stagu 


—, 
Certer speak 


ound speaKe” 


* Ootional ‘n tis mode 


Recommended speaker installation 


Is recommended that the s.urrounc speakers ae instal-ed straignt to the lett ana right of the listening position or slightly behind, ata height 
of about 7 meter higher than tre tistene's ears 


What is DSP? 


The DSP stanas ior Digital Signal Processor In the DSP presence mode. the reverberatian components (elements of sound echoed in 


va"'Ous Spe 


Note) 


eS! wh-c7 determine The ‘ee ng of presence are created by digita: processing by tne DSP without spoiting the sound quality 


The feeling of presence in the surround effects can be 
improved by performing the following adjustment proce- 
dure according to the speaker system and listening room 
environment in use. 

Once they are adjusted, re-adjustment is not necessary even 
after the surround mode is switched to other modes. 


Adjustment sequence 


Balance 
adjustment 


Adjustment Deiay trre 
with test tone ; ad adjustment 


» 


Setup for surround play 


Select the Dolby mode. 


iC-V770/C-V¥700 anlyt | 


Ambience affects 


C¥?OC/CVS50/0-V500 (En/. 


| Setup Sound 
(Test Tone _)(_ DSP_} 

Delay Time Tone/ 
Speaker Level) (Balance 


Input Level -6dB 


Main operation menu 
‘The e-sclaved ors ae var ane aepera eg 
an ire mode! 


@ Seiect :ne Dolby ‘noge according to tne mayed source anu comconen: 

inuse - 3, 
@ *he AC-3 mode can be sed when the Dolby Dignai s gnaiis ava lab.e 
® Switch ng is not ossible when the 6ch INPUT .s usea 


Main unit 


Doiby moe 

Doiby Pro coa.c 
Do:by 3 S:ereo 
AC-3 Dorby Dignal iAC 21 


PRO LOGIC 
3 STEREO 


STEREO 


Select an icon. 
Whe dso3a 


Ggeoerdng ot the mode: : 


@ Select the Balance adjustment display. 


MODE 


| 
nl (re 
7 
a (LS 


=m 


@ Adjust the levels of the front speakers 
(Left, Right} so that they sound identical. 


] 


Press ; 
MULTI. CONTROL To decrease rgnt 
LEVEL Up or Down xey chanel evel 


Loerie ie 


To decrease left 
cnanrel lever 


NTE 


© Quit the balance adjustment. 


Main unit 


Each press switches the adjusted items as snown elow 
BASS Tone, Bass 


1 
2 TREBLE Tone, “rene 
2L------- R Baance 
aCch Center speaker 
3 SRch Surraund speake". Right 
6 SLch Surround speaker, Lett 
7 SWeh Subwoofer 

if 3 DELAY Deay ume 
3 INPUT input level 


@ Agiusiment items 4. § and # are not required in Ine 2 STEREO mode. 

@ The adjusted items wnicn can be selected witn 6ch INPUT are 3, 4, 5, 
6 and 7, in this seauence 

@ Those wnich can be selected when SOURCE DIRECT is ONare 7 and 9 


Position of the 


eft speaner indicates the center Postion of the “ant speaker 
a | |. 
i | | 
~ow Pow J 
t rt 


NG cates Ie palarce setting 


If no key on tne main unit has been pressed for about 5 seconds, the 
aisolay on the main unit disappears and it returns to the status before 
the setup mode was entered 
The display on the GRC disappears if no key on the GRC has been 
pressed for about 10 seconds 


How to calculate the 
proper delay time 


Assuming tnat the distance from 
the front speakers 1s A meters and 
that from the surround speakers 
is B meters 


What is delay time? 


dd 


front ff | 


speaxers 


_. 
iS 


Surround 
sneakers 


g- 


Tre sound entering the ears inciude tne direct Sound Coming from the sound source anc the inairect sounas reflected from tne wails, floor, 
ceilng, etc. The indirect sounds are delayed because they trave’ longer distance required for reflection pefare they reach the ears. The delay 
ume 1s tne difference :n tme between the direct saund and indirect sounds 


Use the delay time calcula- 
tion chart on the right. 
Examnie 

Wren &=3m.B=3m 
tne deay ume -s 20 ms 


Use the following ™ 
formula for calculation. 


Delay tme = 
20+ 3% 1A-BiiUnt ms: 


3 Adjust the level from each speaker. “Test Tone” 


Main unit GRC 


© Output the “Test Tone”. 


Remote corre: ony! 


© Adjust the levels of the other speakers 
than the front speakers (left, right). 
UWhve test tone is output from a speaker, 
12 Agius! the volume level of the speaxer 


Channel 
Level 


To nerease 
© Quit the speaker level adjustment. 
CENTER? 


3 decrease 


Ove level 


4 


Adjust the delay time. “DELAY” 


GRC 


@ Select the Delay Time adjustment dis- 
play. 


© Adjust the Delay Time. 


Main unit 


MODE 


Qy 


@Lbemy Time 1® 


MULTI. CONTROL To decrease To rcrease 
LEVEL Ue cr Sows ves 
aur 


© Quit the delay time adjustment. 


ENTE 


@ The test tone whicn sounds hke noise Move across speakers in the 
following sequence every 1.5 secona 


iln Pro Logic or AC-3 mode} 


TEST Leh (Front speaker, Left: 

TEST Cch iCenter speaker) 

TEST Reh (Front speaxer. Right! 

TEST SRch (Surround soeaker, Right 

TEST SLch {Surround speaker, Left] 
TEST SWeh = (Suowoofer! 

(In 3 STEREO modet 

TEST Leh (Front speaker, Left! 

TEST Cch (Center speaker! 

TEST Reh (Front speaker, Right) 

TEST SWeh = (Subwoofer: 


@ The test tenes 1s not output fom the speaker whicn has been set to off 
Speaker setup 


i T ie a oe 
I ! i Oe an 
—~ 3 suey ne- test tone 1s Output trom 4 Surrounc speaker 


@ Be sure to adjust fram the hstening position 
@ Each press of the key increases or decrease the level by 1 dB 
@ Tne levels of the front speaker (Lett, Right! cannot be varied in step 


Main unit 
Each press switches the adjustment items as shown below 
r 1 BASS Tore, Bass 
2 TREBLE Tone, Trevie 
zbe------ R Balance 
4Cch Center speaker 
5 SRch Surround speaker, Right 
6 SLch Surrouna speake:, Left 
| 7 SWeh Subwoofer 
a) DELAY Delay time 
L ¢ INPUT Input level 


@ Acusiment items §, 6 and 8 are not required in the 3 STEREO mode 

@ find the optimum. delay time for the listening room by referring to “How 
to caiculate the delay time” 

@ The delay time in the PRO LOGIC mode car be adjusted between 15 and 
30 ms 

@ The detay time in tne AC-3 mode 1s automatically decreased by 15 ms from 
that set in the PRO LOGIC mode 

® Select the closest vaiue to the value obtained by “How to calculate the 
aelay time” 


Tim) Civ TTT 
Lew ris Cou 


Ambience effects 


/CVEIO (En /M) 


Cw77O/C v700/C Vv! 


Dolby Digital (AC-3) can be used when playing DVD or LD software bearing the 

M1 mark and Dolby Digital {AC-3) format digital broadcasts (etc.). Dolby Pro 
Logic and Dolby 3 Stereo can be used when playing video, DVD, or LD software 
bearing the poGaies=a=) mark. DSP modes can be used with any source except | Sound id 


Dolby Digital. (BRO LOGIC) (Source 


Be sure to complete “Set up for surround play” before using any of these 3 STEREO Direct 


surround modes. = 34, ( STEREO _) 
AC-3 (DsP Mode_} 


Sound may not be reproduced when the input signal and Dolby mode are ' es 
selected improperly. Main operation menu 


How to select the digital input, analog input and Dolby mode. - 3h ij eee soaves sors are var acle 
i 0: 


Surround play | 


7 | Select the desired mode. @ Switching 1s nol possible when ine 6ch INPUT -s used 


When a Dolby mode is selected: 


@ Select the Doiby moue according io *7e sottware 12 be praveg 


4 To select a Dolby mode: 


Main unit | 


Display Doloy moae 


{CV 779/0-V700 oniv) PROLOGIC —_ Dolov Pro Logic 
° . PRO LOGIC i 3STEREO —Doiny 3 Stereo 


NTE! AC-3 Doiny Begital (AC-3} 


|_Sound 


8 To select the DSP mode: @ Eovy ———- ene 
When the DSP mode is selected: _ 
Main unit_ 


@ This can De se’ecteo when the mode 1s oiner thar Do oy D gita 


Each press of tre DSP key switches the sa. 


* @IGS a8 STOW? Oe OW 


SOS conte? ~ 1 ARENA A livery feeling as ‘eit 9 tre fromimost seat na 


10 ¥770/C-V700 only) Seiection ¢: | concert arena 


, | 2 JAZZ CLUB ‘Sound f.eid of a azz 1ve house where cy 
Sound DSP Mode _| . sound sharply 
, 2 STADIUM 


, A free ‘eeung with Ite reverberation refiec.ed 


from the ceiling 
4 CATHEDRAL 4 sound field like in a church 
5 THEATER A lively Sound fled uke -n a theater 


L ERTES @ Sound parameter adjustments -n DSP mode ~ 44 


B Play video software. 
3 Adjust the sound level. 


To end surround play ~ 


Thon 
i in on 


(ese DSP 


CENTERS 
Lights for 5 sec 
LeVTFOICN 700 onivi STEREO During playback of Dolby Digital (AC-3) compatibie software 
CENTER 


Manutactured under license ‘rom Doiby Laboratories Licensing Corporation 
“Dolby’,"AC-3","Pro Lagic’and the double-D sympol are trademarks of Dotby Laboratories Licensing Corporation 
Copyright 1992 Dolby Lavoratories,tnc. All nghts reserved 


PRT oS 


INPUT selector operation 


[Main unit GRC (Operation 3: “GRC :Operation 2) 
<INPUT > 
SN CENTER 
Eacn oress switones tne ndicat on Eacn press sw-tches the incicatio” 
@ Select the input source icon. 
[+ aux [sux [ MainMenut | 
* AUX > AUX 
|: TAPE 1/ MD | 2 TAPE1/ MD Jape (MD 
| + TUNER [frequency display) 4 TUNER (frequency display) Cable / Sat. 
[=D 5 CD BVD ‘ 
= DVD-D & DVD-D Ceo 3 
» > DVD-A/ 6ch INPUT |? DVD-A / 6ch INPUT _ 
¢ LD-D /  ¢ LO-D 
21LD-A | 9 LD-A © Press the ENTER key. 
~» 2 CABLE / SAT L 19 CABLE / SAT 
DVD-D : DVD Digital LD -D : LD Digital @ With (Operation 2:, tne Digita! and Analog can be 
DVD-A : DVD Anatogue LD-A :LD Analogue switcned every time tne ENTER key 's oressed afte” 
selecting” DVD" or "LD" 
Dolby mode selection 
Surround play of digital input: c-vs00 
INPUT selector DVO-D f LD -D 
AC-3 AUDIO INPUT (Rear panel) DIGITAL INPUT DIGITAL INPUT 
Input signal Dolby Digital {AC-3) PCM Dolby Digital (AC-3) PCM 
1 AC-3 r™ + PRO LOGIC | AC-3 C 1 PRO LOGIC 
Dolby mode __ * (Dolby Digital} |\~ 2 3 STEROE | (Dolby Digital) 2 3 STEROE 
(display) 5 
(ose) (DSP) 
Surround play of digital input: c-v770/c-v700/C-v550 
INPUT selector DVD-D LD -D 
AC-3 AUDIO INPUT (Rear panel} DIGITAL INPUT DIGITAL RF INPUT 
Input signal Dolby Digital {AC-3) PCM iDolby Digital {AC-3) PCM 
1 AC-3 rt! PRO LOGIC | AC-3 
Dolby mode * igi z igi: 
(display) (Dolby Digital} 3 STEROE {Dolby Digital} 
(DSP) { 
Surround play of analog input 
INPUT selector DVD-A LD-A 
CONNECTION (Rear panel) DVD (FRONT L/R) LD (L/R) 
input signal Analogue ! Analogue 
> + PRO LOGIC 
Dolby mode “1 > 3 STEROE 
{display} 
{DSP} 


The setup for surround play can also be performed by 
listening to actual music instead of the test tone. 

Use the following procedure to adjust surround play while 
listening to music. 


Preparations 
@Seiect the Doloy mode accord:ng to the played Source and compc- 
nent in use = AL 


@Play video software marked Dias) or Ciibaavsstee) 


Ambience effects 


/CVEOO [Er Mi 


DAIS CVO: 


| Setup Sound 
(Test Tone _})(_DSP_] 

Delay Time Tone/ 
Speaker Level) (Balance 


Main operation menu 
The eg are ver abe wepending 


Setup f or Sur T ound ; play (while listening to music) 


Select the Dolby mode. 


iC-V770iC-¥ 700 only! 


PRO LOGIC 


CeNTes? 


2 Adjust the adjustment item. 


Main unit © GRC. 


CERTERS 
Speaker Level 


CERTERD 


If no key on the mair unit has been pressed for about § seconds, the 
display on the maie nit disappears and ‘t returns <o tne status 
defore tne seiup Node was entered 


The aisplay on the GRC aisappears ‘f 70 key on the GRC has been 
oressea for apout 10 seconds. 


@ Switching ‘s not possible when the Gch INPLT :s wsea 


‘Main unit 


de var able gepens rg 


Eacn press switches tne adjustment ems as snown pelow 


~» © BASS Tone. Bass 
i @ TREBLE Tone, Trebie 
i Salance 


Center speaker 
Surround speaker, Right 
Surround speaker, Left 


Subwoofer 
DELAY Delay time 
@ iNPUT Inout ‘evel 


@ Adjustment items @. Ganc Ware rot reau:rea in the 3 STEREO mode 


_ QI Bass 
'“@f treble | 


[Wcenter[>sJsup wie 


@ With the GRC, the adjustment items shown in a singlé menu can be 
adjusted at once. iThe adjustment steps B, @ and Gor steps G, B, 
G and B are provided in a single menu so they can be adjusted 
successively without changing the menu screen.) 


3 | Adjust the Bass tone level. “BASS” 


Main unit GRC 
© Confirm the display. 
‘Select ‘con as requirec ' 


ENTER 


NTE: 
@ Adjust the level as required. 


@[ Bass |ETTEBO) 
vress ; " 
MULTI. CONTROL ~ es apenas Tener 
MULTI CO! 7 ner tnase conerease 


SENTEE 


© Go to adjustment step"@”. 


Select tne stea BD cor 


Adjust the Treble tone level. “TREBLE” 


Main unit GRC 
@ Confirm the display. 


iSeect Bure 


@ Adjust the level as required. 
@trebe | EE ©) 


MULTI. CONTROL 


LEVEL —: Teay oo 
TENTED: 
© Go to adjustment step “A”. 
MODE 


ay 


Gi Adjust the balance. “L- - - - 


‘Main unit GRC 
© Confirm the display. 


Se 


© Adjust the levels of the front speakers 
(Left, Right) so that they sound identical. 


MULTI. CONTROL 
LEVEL or Dever tes 


MODE 


& 


Inaicates the center Pas tor’ of the right speaker 


! Cl 
---,- ~ TT 


Indicates tne ba.arce setting 


Ambience effects 


Ga Adjust the center speaker level. “Cch” 


| Main unit © GRC_ 
@ Confirm the display. 


(Seiect icon as requirea.! 


Speaker Level 


CENTERS 


© Adjust the levet as required. a 


si (Gomer) Cich 


MULTI. CONTROL | +10dB | 
LEVEL Up or Siown key +100B 


MODE © Go to adjustment step “Hl”. 


Qy Select the step “B:cor 


Adjust the right surround speaker level. “SRch" 


“Wain unit “GAC 
@ Confirm the display. 


Select ‘con as sequirea.t 


© Adjust the level as required. 


Press 
MULTI. CONTROL 
| LEVEL Uo or Sown «ey 


EE 
© Go to adjustment step "Q". 


Seiect the step "Gl" 


8] Adjust the left surround speaker level. “SLch” 


| Main unit _ GRC 
@ Contirm the display. 


iSelect icon as requirea.s 


© Adjust the ievel as required. 


{sure 
| 


Brass -100B 
MULTI. CONTROL \ sem 
LEVEL Up or Down «ev To decrease To increase —_ « 
CENTER i er ti 
a ee Oe 1 ! 
@ Go to adjustment step “WO”. 
MODE 


Qy Select tne steno “EI” .con 


OH Adjust the subwoofer level. “SWch” 


| @ Confirm the Subwoofer adjustment dis- 
t play. 

| (Select icon as required! 
| 


© Adjust the level as required. 


(Sup WI) 


Press 
MULTI. CONTROL -200dB 
PO LEVEL vier Gowr aes se a 
i © Go to adjustment step “2”. 
| MODE 
! 


Return 


Qy 


Ee) Adjust the delay time. “DELAY” 


GRC 
© Confirm the display. 


“Main unit 


‘Select icon as required: 
: Delay Time 
© Adjust the delay time. 


@LDeray time 1) 
fm 20msec | 


MULTI. CONTROL 
LEVEL —1 < 


' CERTESS 
© Go to adjustment step ” 


EZ] Adjust the input level. “INPUT” 


Main unit 


@ When an adjustment item is not recurred to be adjusted, press tne 
MODE key 10 gc to the next adiustment step 


GRC 
@ Select ony *"e iors of the aciuséme™m items wrich reauire | 
adjustrent | 


| To skip an adjustment item 
| 
| 


e@wne eve can be adjusted petwee™ -20 avd +70 GB :n steas of * dE 


econo tre “tne istenng room oy referring to 
How “¢ ve 172 ae — BB 
@ Tre delay tme im the PRO LOGIC oue can be adjusted between 15 
ard 3a ms 
@ The ver 
from that set in ine PRO LOGIC mode 
@ Select the closest va.ue to ine value cotained by “How to calculate the 
aeiay me 


Tot (iv 


tilted 


Deiay time 


j Main unit” GRC_ 
| @ Confirm the display. 
j © Set the input level. 
input Level dB 
| Pee CESTE’ Each press changes 
| MULTI CONTROL the level. 
LEVEL fe 08 ove rey 


To quit the setup operation: 
H GRC 


lf me OVER LEVEL indicator ights witn analog inpux, set the :nput 
ieve: to -6 dB to avo'd sound aistartion 


@ The input leve car be set to -6 dB or 0dB 
@ This ad,usiment is mot avalabie with 6ch INPUT 


@ If ro key on the main un:t nas been pressec for about 5 seconds, the 
aispiay 07 the Main unit disappears and it returns to the status before 
ine setup mode was enterec 

e@ "ne display on the GRC cisapnears if no «ey on the GRC has been 


Ambience effects 


| Setup of other speakers than those used by system SERIES 21 


af 


HK? The following setup operation is not required if the speakers Setup SP Selection 
provided with KENWOOD system SERIES 27 are used. 
The following procedure is necessary when other speakers [Sma | 
than those provided with system SERIES 21 or used or when 
you do not want to output sound from speakers. 
After “Setup of the speaker sizes and speaker ON/OFF", Lofft On | 


execute the “Setup for surround play” (- .34 ) again. 


Main operation menu 
The phi net 7 


Setup of the speaker sizes and speaker ON/OFF 


7 Select the speaker setup mode. 


Main GRC Main unit 


MODE peu Procedure 5 


ia G Subwoofer ON/OFF setup 
@ Front speaker size setup 
Gi Center speaker size setup 


¢ = MODE re. ° ae 
re MULTI. CONTROL LEVEL UP: = 


— Bi Surround speaker size setup 
Sass 16e MODE 


‘Serect icons | 


2 ENTER key sv 


Eacm press ¢ 


Press 
MULTI. CONTROL 
LEVEL own rey 


~~ SW OFF 5..bwoo‘er 


ETE Each press L_.SW ON Sc upwooier 
charges the 


setup 
@ Go to adjustment step "Bi". 


Seiect ine step “Hl” con 


MULTI. CONTROL 
LEVEL U5 vey 


@ When "SW" os set io OF" F” 


3 | Set the front speaker size. “F” 


Main unit GRC _Main uni 
- ress of the |. CONTROL LEVEL DOWN key switcres t4 
@ Select LARGE or SMALL. Each press of the MULTL © key switcres tne 
Front soeaker Size 
GRC. 
MULTI CONTROL Front Fach press of the ENTER Kev switches 1ne Fromt speakers as shown beow. 


| 
1 
Set fr, 
| are Each press (= F LARGE Setup tor iarge-s zed 
‘ 


ect icons} 


M SDEaKers 
changes the LF SMALL Setup fo: smaisizes ‘ort soeacars 
setup 

@ Go to adjustment step "0". e When "SW" is set ‘0 ON ang “£ a 


1S sett 
set autorratcaily SMALL even iy Sel t0 SMALL. °C” ana “S” are 


Select the step “E” icon hey have peer sex to LARGE 


Press 
MULTI. CONTROL 
LEVEL Up key 


| 4 Set the center speaker size.“C” 


GRE 
@ Select LARGE, SMALL or OFF. 


(Select 


Press 
MULTI. CONTROL 
LEVEL [: ney 


@ Go to adjustment step “Bi”. 


Select wre steo "El 


MULTI CONTROL 
LEVEL 


8B Set the surround speaker size."S” 


Main unit Grc 
© Select LARGE, SMALL or OFF 


MULTI CONTROL CENTER: 


LEVEL 
$$ charges 


@ Go to adjustment step “BA” 


MULTI. CONTROL 
LEVEL ©. 


‘A ocom 


Seectt 


To quit the setup operation: 


| Main unit GRC 


MODE 


Qy 


“Main unit 

nh press of tre MULTI. CONTROL LEVEL DOWN «ev swt 
rer spe. 
GRC 


Eacnoress 


of tne ENTER « ¢ 


ones ine Center sueaKe” Si 


below 


Fos sect 
tonty to SMALL ¢ 


Main unit 
press of tne MULTI. CONTROL LEVEL DOWN ke 


rOLUNG Speaxer S70 


ny switches The 


es ine Suvound smearers size as 


LARGE Setup zea Sunourd speasers 
OFF Setup *or rot using the surround speaxeér 
SMALL Setup for sai -s:zec su‘ound speakers 


“Ps set te SMALL. "C” aria “S” can 


yon the GRC aisappears 'f no Key on the GRC has been 
nressed tor about 19 seconds 


Notes for surround play 


| Winer tre surround speakers are set to OFF in tne middle of Dolby Pro 
@ this :$ autorratically sw tched tc ine Do'by 3 Stereo 


Vines ine centers 


peaker 1S $07 10 ) OFF in the middle of 3 STEREO. 
2 rarmai STEREO made. 


é a watt 


Ambience effects 


Setup of the surround effect parameters ose) 


ee el 


Select the DSP surround made. 


GRC Main unit 
@ Select DSP. 


BI EKNS [a CENTER ‘= JAZZ CLUB 


3 STADIUM 
DSP Mode | 4 CATHEDRAL 
:C VPOO(C-V778 onivi _ » THEATER 


t 


2 Select the adjustment parameter. 


(Main unit _GRC Main unit 


of adustrrents are eps 
not aoss ble wren: 


@ Display the setup screen. Fach press switches tne 


.oaram 


ieale] 


ers 


r> ER EFFECT 
@ WALL 


x 
ne | 
Q | BROOM 
— | Geass 
(DSsP_) 


MODE 


TREBLE 


Hl To quit the setup mode in the middie: @ SRch 

i* no key has been oressed fo" about 5 seconds, '"e setup SLch 

dspiay disappears and the aisplay reiurns to tne status SWeh 

before ine setup mode was entered @ INPUT 

Main Jnit display! © Selup/adiustment cveratians @ ‘o Bare to 3e pericrmed ony wren 
reguirec 


FE} Adjust the effect tevel. “EFFECT” 


display. 
Seiect icon as requirea 
@ Adjust the level as required. 


mess Effect i a or re 
MULTI, CONTROL Level Lrerenuii 
LEVEL up of Sown «ev EEC) 


To decrease jo increase @ j7e EFFECT ‘eve: can be adjusted between 1 and 5 


© Enter the setup. 


MODE 
Q aED 
Q Select tre steo “9” icon 


Go to adjustment step 


Set the WALL type. “WALL” 


Main unit Gc 
O Confirm "“WALL“ adjustment display. 


@ Select the type. 
| Bee [___ Wall Type _| 


MULTI. CONTROL Hard 
| LEVEL lin or Dows «ey 


: © Enter the setup. 
! MODE Re: 


Qy Se-eci tne step “BY icor 
Gots adusirerts a 


Ey ser the ROOM size. “ROOM” 


jain unit GRC 


@ Confirm “ROOM” adjustment display. 


@ Select the size. 


mutt CONTROL oom © 


© Enter the setup 
MODE 


@ 
q _ 


Go to sojustment sien “Gl 


Main unit 


® Each press of tne key switches tne type setup as shown be:ow 


Ss - Mo H 
{SOFT} (MEDIUM) (HARD) 


e@ fach press 3¢ tne kev Sw icnes tné size setup as showr below 


s- M = L 
{SMALL} (MEDIUM) (LARGE) 


To quit the setup mode in the middle: 
ne key ~as beer pressed ‘or about 5 seconds. the setup dispiay 
d:sappears avd ‘re d'splay returns To the status before the setup 
mode was entered 


To return the GRC display to the Main Menu: 


1 
| 
GRC 


| 


e Setup/adjustmen: operatons @ :o Hl are to be performed onty when 
required 
Tre operations are ident cal to tnose in “Setup for surround play {while 
ustersng ta mus ct as 


® If -o key on the main unit nas been pressed for about 5 secands, the 
dispray.on the main unit disappears and.it returns to the status before 
tne setup mode was entered 

@ The display on tne GRC disappears if no xey on the GRC has been 


Clock adjustment 


This unit incorporates a clock function. Be sure to adjust the 


e< correct time before using the timer function. 


The time display blinks after a power failure or 
when the power cord has been unplugged from | 
the AC outlet and plugged in again. In such a | 
case, adjust the clock again. | 


7 | Activate the clock adjustment mode. 


Main unit 
@ Enter the adjustment mode. 


Press CLOCK key 


2 | Enter the hour. 


Main unit _ 
@ Set the “hour”. 
Press TUNING key 
Us «ey 
To increase tre “igure 
o rey 
ecrease the figure 


© Enter it. 


CLOCK key 


3 | Enter the minute. 


“Main unit 


—/ 


@ Set the “minute”. 


ress TUNING kev 
Up <ev 1 
To werease tre‘ qure 


a qure 
@ Enter it. 


Sress CLOCK kev 


Displaying the Time 


“GRC 


The displayed information 
can be switched every 
time the Display icon is 
selected. 


Example: Adjustment to 8:15 


@ The we disola 819 bik 


ted in *2-nour AMIPM 
ey. “he hour is entered 


s reores: 


Dm nie aispay 


stats 19 Bink 


e@ if you Make @ mistaxe, “estart from Ine beginning 
e To adwust correct ume, press 1e CLOCK key at the same moment as 
atime announcemen: 


Each press switches ite indicat or. 
1 Input selection display 
[ 2 DOLBY/DSP/STEREO display 
3 Clock display (about 5 seconds) 


Two 24-hour timer systems (TIMER 1, TIMER 2) (which can 
be used every day) and a sleep timer system (which works 
only once} are available. 

In each of TIMER 1 and TIMER 2, the timer data including the 
operating period and played contents can be set and se- 
lected to be activated or not as required. 


Timer reservation is possible for the two types 
TIMER 1 and TIMER 2 at the same time. 

“vations witt an -nierva of at least one 
operation times of TIMER # and TIMER 2 


Timer programming 


7 | Make preparations for the play (recording). 


CV PIG/ON7OG/O¥SSC 


Timer piayback, timer recording {TIMER 1, TIMER 2) 
Wer eacr af tne two umer orograms & sereciec source 
nlaved (eo racio p-oadcas: can be recorded! n the previous ¥ $ 


penod 
Sleep timer 
Tre utt.s ont to STANDBY rmoge automarcal y afte ie 


pero "as eleLsec 


: @ To listen to radio @ To listen to CD 


Insert a disc. 


The station should be 
preset before timer pro- 
gramming, —.25 = 39 


@ To listen to tape 


Insert a tape. 


are insevted 
¥SAanc B, p-avoack 


e For broadcast re- 
cordings 


e To listen to LD 


Insert a disc. 
(Program oiayback $ "St pos: 


Make prepara- 
tions for record- 
ing. > 27 


w tn ine tage nceck B 


2 | Adjust the listening volume. 


| Main unit 


@ The VOLUME CONTROL shouid ve set 10 the desired vaiume while 
the unt is ON 


FE] set the POWER or | / () (ON/STANDBY) switch to STANDBY. -- --: 


Main unit 


| Oo 


Cx 


| ON/STANDBY 


EZ] setect a TIMER No. 


| 


i @ Select the timer number. 
| Suy¢ TIMER MODE +. 


@ Press immediately after selection. 


Each press cf the key switches the TIMER numbers as follows. 


> | TIMER 1 —_ 
2 TIMER 2 

2 TIMER 1,2 er 
Ls OFF aes 


@ whe selected TIMER No. ghts 

@ [ia previously programmed TIMER No. is selected, the contents will oe 
repiaced by the new contents programmed 

e Tre time: programmng oneratior 1s not possible when TIMER 1.2 


Timer operation 


5 | Enter the ON time (Hour). 
“Main unit nee ee oo cue coun 
T Tar 
@ Set the “hour” fob itl 
Sress TUNING key * ~ 
| 4 
CPA Seb PRP 
iid Pug id 
@ Enter it. 
Press TIMER SET key 
@ yo ma.8 ay sles 
Ga Enter the On time (Minute). 
“Main unit a 
@ Set the “minute”. _ _ - 
Le id Ra PPie ite 
= fild i ii iii 
© Enter it. 
Prass TIMER SET «<-y 
@ you Make amistase “estat fo 
Enter the OFF time (Hour). ve oes 
f Main unit wee cece 
aoc T T nat 
@ Set the “hour”. ifliod iogditl 
teens TUNING + ey —- - ~-- 
. 4 
@ Enter it. —- 
ass TIMER SET - ov 
elf you make acrestake, “escart ‘ror steno @ 


8 | Enter the OFF time (Minute). 


e@ After entering tre igure of “cour” with the oreceaure ip step BZ, enter 


Was 7 
i jain unit ope f gure oF sing ine same proced.re 
i 
! © Set the “minute”. ~ ~ . ~ 
Lowa { 
aes TUNING iev Prid i 
@ Enter it. 
"255 TIMER SET sev 
A @ if you make a mistake, restart from step @. 


EB Make the desired reservation. 


For timer playback 


| ~ Main unit 
| @ Select the mode. 


: Select “PLAY” 
TUNING wo 


ae iEacm oress attevmates inert 
. -> [PLAY] A: tne ON ume. nayoack stars 
! REC 
| “Ol 
| Oress TIMER SET <> : Enterit. =» ! 


@ Select the input source. 


i | Select the source to be played. 
iPacr ¢. x 
p> TUNER 
| cD 
/ tp 
LD-A 
TAPE1 / MD 
| DVD-D 
‘> DVD-A / 6ch INPUT 


5 ine collowing 


TUNING ti: 


~ TIMER SET «2. - Enter it. 


© Select the broadcast station (only when TUNER is selected above). 


+s, TUNING 5 1 Select the preset station No. 


Frene THWER SET -+, Enter it. 


nor tobe received w.th ter Must be oreset Detore- 


~ 29 ~ 30 


Timer recording of broadcasts 


Main unit 


@ Select the mode. 


1 Select “REC”. 


UNING iu: 


1 Enter it. 


Press TIMER SET xe, 


@ Select the broadcast station. 


| Select the preset sta- 
tion No. 
TUNING ue 


2 Enter it. 


| ress TIMER SET <ey 


Activating the timer 


7 | Select the TIMER No.to be used. 


~ Main unit 


> TIMER MODE 


Each press cf tne key switches the TIMER numbers as foliows 


+ TIMER 


[ 2 TIMER 2 
|: TIMER 1,2 


TIMER OFF 


— 4 


@ The selected 


1 Execution of umer 1 only 
Execution of timer 2 oniy 
Execution of mers 1 and 2 


TIMER No. lights 


@ the tmer wil not function unless a TIMER No. 1s selected 


Check the reservation content. 


Select the TIMER number to be checked. 


Press TIMER MODE 
ev 


When timer operation is not required 


Press so that all TIMER No. indicators are 
OFF. 

ress TIMER MODE 

ney 


Qe 


To set the same timer program again 


Main unit 


j Press so that the desired TIMER No. indica- 
tors light. 


Press TIMER MODE 
kev 


Sleep timer 


Setting the number of minutes until the unit 
is put to standby mode. 


a 


“Main unit GR 


ON mode. 
a l/e 


f 
i @ Switch the unit from STANDBY mode to 
i 

| 

i ON/STANDBY 


@ Set the time. 


ENTE 


| 
| 
| 


Timer operation 


3 Er / Ml 


Tne ase 
omy when 


Eac> vress of the key sw teres tre TIMER vurnners as foi ows 


fe TIMER1 Com 


}  . TIMER2 Conte ne ime 
| 2 TIMER 1,2 :Coctents af the umer 
4 TIMER OFS 


res: Miter 


erved contents wil be disp ayed for 2 
previous d splay conten: appea’s ¢ 
To change the reserved contents 

Restart the procedure of “Timer programming” from the 

beginning. 


nh ooress Cf 17 Key Swi 


pe} TIMER1) | Cnycre: 
! 2 TIMER 2 ory: 

; : TIMER 1,2 :B: 

Ls TIMER OFF 

@ 76 reserva o7 


Egen press of tne key swt 
rm ° TIMER1 
| © TIMER 2 

3 TIMER 1,2 iBotr tt 
— 4 TMER OFF + 


Dmer operavor 


@ A:so preoare the dsc or tape avd ad_ust (re vsten ng vole 


eThs unt -s turned S’ANDBY automaticaily afte’ ‘se set ime nas 
elapsed 
@ The remaining sleep time can be d'splayec by select'ng the Sieen con 


wh le the SLEE® naicator sin 


e Eact press cecreases thet me by iO minutes Tre maximum tire that 
can be set s 90 minutes 


90-+80-+70...30--20-10+Cancel+90-80... 


Durevon fo" sleep timer 
To cancel 
Turn STANDBY or select “Sleep” icon repeatedly unti! the 
sleep time is cancelled. 


CN770/CV? 


VCR Set up codes 
Maker Set up codes Maker Set up codes Maker Set up codes 
ADVENTURA 1015 LOGIK 087 SANKY 054,062 
AIKO 293 1X! 052 SANSU :056,082,097,286 
AIWA 015 MAGNAVOX — |050,054,096.125,164 SANYO 1 061,062.119,255 
AKA 056.064,068,076,257 MAGNIN 225 SCOTT 058,060,136,199.225, 
AMERICAN HIGH | 050 MARANTZ 050,096 226,227 
ASHA 255 MARTA 052 SEARS 050,052,057 ,061.062 
AUDIOVOX 082 MATSUSHITA [050 069,087 119.120 
BEAUMARK 258 MEI 050 SHARP 063,077 
BELL & HOWELL 1119 MEMOREX 015,050,052,054,061, SHINTOM 087 
BROKSONIC _|436,199.226,310.376 | 062,063,119,225 SHOGUN 255 
CALIX 052 058.076 SINGER 087 
CANON '060,182 V NO.OGY | 255 SONY 047,048.049,050 
035 MINOLTA 057.120 STS 1057 
096 MITSUBISHI — 1058,076,082,090,188, SYLVANIA :015,050,058.096.125 
(087,298 229.257 SYMPHONIC: 015 
MOTOROLA _ |050,063 TATUNG 056 
MTC 015,255 TEAC 015,056 
052.062 087.255,286 MULTITECH 015,087 TECHNICS 050.177 
FES 050.056.9075 NAD 073 TEKNIKA 015,050,052,067 
255 NEC 053,055,056,065.082, TMK 223,255 
[035.060 097 TOSHIBA | 058,060,081,225.227 
1635 NIKKO 052 TOTEVISION (052,255 
015 NOBLEX [255 UNITECH 1256 
ECTROFOME 1052 OLIMPUS {050,241 VECTOR 060 
SOPHON'CI O52 OPTONUS 052,063,073,119 VECTOR RESEARCH | 053,055 
mx 047 OPTONICA 077 VIDEO CONCEPTS | 055,060,076 
=MERSON 015,017,052,058.076. PANASONIC —_ |050.092,240,241 VIDEOSONIC | 255 
136,199,223,224,226 PENNEY 1050,052,053.055.057, WARDS 015,050,057,062.063, 
227.309.310.376 069,265 077,087,164,227,255 
FISHER 1 062,069,081,119 PENTAX 057,080,120 XR-1000 015,050,087 
Ful |048.050 PHILC 050 YAMAHA 053 
FUNA: lors PHILIPS 050,077,096, 125 ZENITH 048,049,054 
GARRARD 015 PILOT 052 
056.075.086.217 PIONEER [073.082 
GO ViDEG [247.294 PORTLAND 1085 
GOLDSTAR —_1033,052.053 PROTEC 087 
GRADIENTE 018 PULSAR 054 
8 0%. 1018 QUARTER 061 
aK . [053,090 QUARTZ 061 
HARWOOD 087 QUASAR 050,092 
HEADQUARTER|061 RADIO SHACK {015,052 
HI-Q 062 RADIX 052 
HITACHI |:056,057.080,097,120,°8" RANDEX 052 
JENSEN 1056 RCA 057.075,080,092,120, 
eve 023,056.082 164,217 
KENWOOD 053,056,082 REALISTIC 015,050,052,061,062, 
KH 087 063,077,081,119,255 
KODAK 050,052 RICOH 1049 
015 [054 


LLOYD 


RUNCO 


lage ors ocr 


Set up code chart 


SAD TWAIKHEr Mi 


TV Set up codes 
Maker Set up codes Maker Set up codes Maker 
A-MARK 018 GOLDSTAR 016,017,034,045.047 ORION 
ABEX 047 054,077,121 PANASONIC 066,089 O70 177.265 
ADMIRAL 108 GRUNPY 194,195 
ADVENTURA [061 HALLMARK [793 — PENNEY 3.024.036 
AIKO 107 HARVARD 195 054.062 
AKAI 045,113 HITACHI 047,053,071,110.412 5.150.164 
ALARON (231 160,166,188,242 
ALLERON 1194198 IMA 195 
AMBASSADOR |192 INFINITY 069 PHIL PS 
ANAM £019,195 JANEIL 061 | PILOT 034,045.054 
ANAM NATIONAL 1070 JBL 069 1053.181 
AOC 018,034,045,067,152, JCB 015 (034.054, 107 
'200 JENSEN 065 PRICE 075 
ARCHER 018 JVC 051,068,197 PRISM 
AUDIOVOX 018,195 KAMP 231 : 
BELCOR 034 KAWASHO 173,237 323 PROTON 
BELL & HOWELL ‘031,169 KAYPANI 067 BILSAF 2 
BRADFORD 195 KENWOOD 034 045,171 PULSER 034 
BROCKWOOD |034 KLOSS 039.061 QUASAR 066,070,265 
BROKSONIC 018 KMC 121 ADIO SFACK 
CANDLE 045.061,071,201 KTV 045,084,195. 198,200 RCA 
CARVER 069 | 232,295 
CCE 232 LOGIK 033 REALISTIC 
CELEBRITY 015 LUXMAN 1071 
CITIZEN 045,054,061,071.075, Lx 062,069, 163.169.171 RHAPSODY 
107,201,295 193 RUNCO 
CLAIRTONE —_' 200 MAGNAVOX — [045.051,069.111,201 SAMPO 
CONCERTO 071 MAJESTIC 031 125 
CONTEC 173,195,200 MARANTZ 045,069 SAMSUNG 034,045.047.054,07 
CRAIG 195 MATSUI 1232 075.125, 593 
CROWN 054.195 MEGATRON __{018.160,193 SAMSUX 054 
CURTIS MATHES | 045,054,075,169 MEi 200 SANYO 163,169,174 
CXC L195 MEMOREX 031,071,121,165, 169, [SCIMITSU 034 
DAEWCO "034,054,106. 107.466 193 SCOTCH 193 
DAYTRON aga MGA 034,045, 165,170,193 SCOTT 034,193, 194.195,251 
DUMONT 082,034 MIDLAND 032,047,054,062,066, SEARS 062,069.071,161,163, 
DYNATECH _|064 150 164,169.171,174,186, 
ELECTROBAND '035,200 MINUTZ 036 198,194 
EMERSON 034,053,054, 169,173, IMITSUBISH! _ |034.113,165,170,193 SHARP 054,108,180 
192,193, 194.195.196, MOTOROLA [070,108 SHOGUN 034 
1197, 198,200,251,285 MTC |034,045,064,071,075, SIGNATURE [031 
|295.297,47 !106.200 SIMPSON 201,202 
ENVISION 1045 MULTITECH _2064,195,232 SONY 015,026,095. 126,288 
FISHER 769.174 NAD 171.181.193 SOUNDESIGN | 193,194.195,201 
FUJITSU :194 NEC 034,045,051,071,185 SPECTRICON 018,152 
FUNAI 194,195 NIKKO 045,107.193,332 SQUAREVIEW | 186 
FUTURETECH !195 NTC 107 SSS 034,195 
GE '036,047.044,062,066, ONWA 195 STARUITE 195 
1070,150,189.193,297 OPTIMUS 169,181 SUPRE-MACY | 061 
GIBRALTER 032,034,045 OPTONICA 108,180 SUPREME O15 


Set up code chart 


CNT 70/C¥ 0G /C-V¥850 /0-V800 [Ent 


TV Set up codes Cable Set up codes 
Maker |Set up codes Maker [Set up codes Maker | Set up codes 
SYLVANIA 1045,069,080.111 ABC 016,018,022,023,026, SL MARX 1055 
SYMPHONIC 1186 | 028,029,032,062 SPRUCER 1036.322 
TANDY 108 ANTRONIX 222 = rrr 
:018,064.070 ARCHER 054,168,222 STARCOM 018.030.062.112 
066,265 CENTURY 168 STARGATS 030,058 
TECHWOOD 066.07! CITIZEN 168 STARQUEST | 030 
TEKNIKA 3° 034,054 cO_OUP vOICe |040,046 SY_VANIA "O16 
1078,107,165, i COMBAND 247.248 TANDY 1273 
201,327,337 CSOMTRONICS [055.075 TATUNG itZ 
[CONTEC 034 TEKNIKA Met a 
193 EASTERN 017 TELECAPTION | 236 
164.169. 271 ELECTRICORD 1093 TELEVIEW 055 ; 
FOCUS 418 TEXSCAN 1016,171 
GARRARD 168 TOCOM 027.028.074 
222 TOSHIBA [015 
247.248 TUSA !030 
030,072,085,257 TV86 (078 
a “2 1026,291 UNIKA | 168,222 
GOLDSTAR 085.159 |022 
HAMLIN 024,035,049,274.288 UNITED CABLE | 018 
4 TACH 026 UNIVERSA_ —-| 054,092,093, 168.206 
HITEX 022 222,337 
+.035.036.042 |JASCO 168 VIDEOWAY 265 
044,045,069,071, JERROLD 018.026.027,029.030 VIDTECH [259 
'095,11°.126 189.189 039,062.113,291 VIEWSTAR ——_1042,075,078,226.273, 
1193.194 MACOM 048 304 
034.048 MAGNAVOX [042 ZENITH 015,069 
021.932 MEMOREX 015 ZENTEK [416 
og [MOVIE TIME (078,093,177 
NORTHCOAS™ |329 
NSC 078.085.4171 
OAK 022,034,263 
PANASONIC [036.122 
PARAGON O18 
PHILIPS 040,042,043,044,045, 
046,168,257. 305 
'038,189,275 


Poel vececn cs [a8 
PULSAR 015 
RCA 036 
REALISTIC 222 
HECOTON ats 
REGAL 036,274,288.294 
REGENCY O17 
REMBRANDT [026.085 
BUNCO 015 

085,159 


SAMSUNG 


eof 2 1021,023,032,292 


036,055 


Set up code chart 
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: LD Set up codes Satellite Set up codes 
Maker )Set up codes Maker Set up codes 
AIWA 218 BIRDVIEW 960 
CARVER 079 CHANNEL MASTER [033 7] 
DENON 187 CKAPARRAL 1068 
FUNAI 218 CITOH 179 
KENWOOD {273 DRAKE 033.079 
MAGNAVOX [232.256 ECHOSTARB 163,174,233.284.295 
MARANTZ 079 327 
MITSUBISHI [074 2S Sev [053.065 | 
NAD 074 MACOM 033.065 
PANASONIC [279 MEMOREX [284 
PHILIPS 079 PROSAT 173 
PIONEER 074 RCA 581 
QUASAR 219 REALISTIC 067 
RCA 366 STS 052 | 
REALISTIC 1218 UNIDEN 067,.089.091 | 
SHARP 'O16 ZENITH 079 
SONY [208.216 


YAMAHA 1232 


ih 3 
C7 70/C-¥700/C-V550/0-V500 [En/M] 


4s Caution : Read this page carefully to ensure safe operation. 


For C-V770 


Audio section, 


‘ortion (1 kHz, 1V} 


ces eaeceeseesanenneeecasenenneeessgeassanseateaecoesersenenenires 200 mV / 47kQ 


.. + 8 dB (at 100 Hz) 


TREBLE ... + 8 dB (at 10 kHz) 
Output level / impedance 
TAPE REC oo... ccsteceececreeeeteeeenreeennare 200 mV / 1 ko 


Video section 


VIDEO inputs / outputs 
{COMpPOSIte) 0... ee eee eeeeneeeeeeeees 1 Vp-p/75 02 


Digital section 


Sampling frequency 
.. 32 kHz,44.1 kHz,48 kHz 


Digital input 


(COAKIAN) ooo. ee ccc ccc ceseeecnneereeeeceeneeeseneenter 0.5 Vp-p/75 2 
Digital RF input 
(COAXIAL) oe eee entree eee eneneenee 50 mVp-p~200 mVp-p 


FM Tuner section 


Tuning frequency range ........c eee 87,5 MHz~108 MHz 
Usable sensitivity 
MONO occ eeeteeeee cette teeererees 1.6 pV {at 75 02) / 15.2 dBt 


(75 kHz dev., SINAD. 30 dB) 


STEREO 31.6 pV (at 75 Q) / 41.2 dB 


(75 kHz dev.} 


Signal to noise ratio (1 kHz, 75 kHz dev.) 
MONO 75 dB (65.2 dBf input) 
STEREO . 68 dB (65.2 dBf input) 
Selectivity (IHF + 400 kHz} .. 50 dB 
Stereo separation (1 kHz) -. 40 dB 
Frequency response . 30 Hz~15 kHz, + 0.5 dB, - 3.0 dB 


AM Tuner section 


Tuning frequency range........... (9 kHz) 531 kHz ~ 1,602 kHz 
(10 kHz) 530 kHz ~ 1,610 kHz 
Usable sensitivity 
(30% mad., S/N 20 dB) 
Signal to noise ratio 


» 16 pV / {600 pV / m) 


(at 30% mod. TMV input) oo... ener teteeee 48 dB 
General 
Power CONSUMPTION .......-.ccsccceccee ete te tetteete eee eerastaneanens 35 Ww 
1 AC outlet 
UN SWITCHED oe cere 2: (Total 100 W max) 
DIMENSIONS 0.0... cece eee tee tenenteneeneeeeeeeneratt W:400 mm 


For C-V700 


Audio section 


Total harmonic distortion (1 kHz, 1V) 


seen ce neeanaeceensassneneeseaensseceacenssenesnsateesinenseees 0.01 % 
Signal to noise ratio (IHF'66) 


» 200 mV / 47kQ 
Tone controls 


BASS .... + 8 dB (at 100 Hz} 

TREBLE . + 8 dB (at 10 kHz) 
Output level / impedance 

TAPE REC 0... ccectcetteeteteerciene 200 mV / 1 kQ 


Video section 


VIDEO inputs / outputs 
{composite) .. 


pecs 1 Vp pf 75 Q 


Digital section | 


Sampling frequency 
32 kHz,44.1 kHz,48 kHz 


Digital input 


(COANIAN) oo. cececceccceeseeeseeseereetnereeeeerteeeeeees O85 Vp-p/75 
Digital RF input 
(coaxial) oo. ec eter teens etennes 50 mVp-p~200 mVp-p 


FM Tuner section 


Tuning frequency range ..........s cee 87.5 MHz~108 MHz 
Usable sensitivity 
MONO ............. 1.6 pV (at 75 Q) / 15.2 dBf 


(75 kHz dev., SINAD. 30 dB) 
50dB quieting sensitivity 
STEREO . 


31.6 pV (at 75 ©) / 41.2 dB 
{75 kHz dev.) 

Signal to noise r 
MONO. 
STEREO . 


{1 kHz, 75 kHz dev.) 
w... 75 GB (65.2 dBf input) 
68 dB (65.2 dBf input) 


Selectivity (IHF + 400 kHz) . 50 dB 
Stereo separation (1 kHz} ... . 40 dB 
Frequency response .......... 30 Hz~15 kHz, + 0.5 dB, - 3.0 dB 
AM Tanner SOCtion ce ss ssa nernremmeronen nem mrcnannan 
Tuning frequency range........... (9 kHz) 531 kHz ~ 1,602 kHz 


(10 kHz) 530 kHz ~ 1,610 kHz 
Usable sensitivity 


(30% mod., S/N 20 dB) ......-- eee 16 pV / (600 pV / m) 
Signal to noise ratio 

(at 36% mod. TMV iMpUt) ....... ee eeeeeee ere tseeeetetenennees 48 dB 
General _ 


Power consumption .. 
4. AC outlet 
UN SWITCHED 2: (Total 100 W max) 
(Australia 1:(100 W max}} 
W:400 mm 


#:105 mm 


Dimensions. 


Weight (net) 


+ KENWOOD 
? Fuloerforn, 


poucy of continuous advancements in development. For this reason specifications may be changed without notice 
> May note exnined nextrame.y cold :ocatons tbelow 0 ceg Cs 


Specifications 


CNP 7C/CV70G/CVSBC/C YSOC [Er “M1 


A\ Caution : Read this page carefully to ensure safe operation. 


For C-V550 


AUMIO SOCOM. enmsenamncorenmennanncenein: sewn ween 


Total harmonic distortion (1 kHz, 1V) 
Signal to noise rati 
CD... 
Input sensitivity / 
CD... 
Tone controls 


sesvetresereses 0.01 Y% 


» 200 mV / 47kQ 


BASS... 8 dB {at 100 Hz) 

TREBLE . 8 dB (at 10 kHz} 
Output level / impedance 

ad <a; | ETS 200 mV / 1kQ 
VIDEO inputs / outputs 

(COMPOSItE) oo... ee eee see eeteeteteneteteeseeeteseeenses 1 Vp-p/75 


Digital section, 


Sampling frequency 
saceveeneenenes sevens 32 KHz,44.1 kKHz,48 kHz 


se vaacensevenesseseeseesaaueraasensaneauenensaenesitente 0.5 Vp-p/75 2 
Digital RF input . 
(COA IAN) ooo eect ete teeeeteeeeeeeee 50 mVp-p~200 mVp-p 


FM Tuner section... 


Tuning frequency range... 87.5 MHz~108 MHz 
Usable sensitivity 
MONDO... cece 16 pV (at 75 2) / 15.2 dBt 


(75 kHz dev., SINAD. 30 dB) 
30dB quieting sensitivity 
STEREO 31.6 pV (at 75 92) / 41.2 dBf 


(75 kHz dev.} 


Signal to noise ratio (1 kHz, 75 kHz dev.) 


MONO... 75 dB (65.2 dBf input) 
STEREO 68 dB (65.2 dBf input) 
Selectivity (IHF = 400 kHz}. . 50 dB 
Stereo separation (1 kHz) ........... 40 dB 
Frequency response .......... 30 Hz~15 kHz, + 0.5 dB, - 3.0 dB 


AM Tuner section. tee settee arrectsmt 
Tuning frequency range........... {9 kHz) 531 kHz ~ 1,602 kHz 

(10 kHz} 530 kHz ~ 1,610 kHz 
Usable sensitivity 


(30% mod., S/N 20 GB} .........- 16 pV / (600 pV / m) 
Signal to noise ratio 
fat 30% mod. TMV iNPUt) «0... eee eetecerene renee 48 dB 


General 


Power CONSUMPTION 0.0... ieee tee cee cee ceree tenes reeetensecnetnanee 35 W 
t. AC outlet 
UN SWITCHED ... 


. 2: (Total 100 W max} 
. {Australia 1:(100 W max))} 
W:400 mm 


Dimension 


Weight (net) 


2. Full performance may not be exhibited in extremely cold locations (below 0 deg.C). 


ds 1. KENWOOD foliows a poiicy of continuous advancements in development. For this reason specifications may be changed without notice 
Notes 


A\ Caution : Read this page carefully to ensure sate operation. 


For C-V500 (U.S.A. and Canada) 


AUDIO SECTOR. eee zcenencen ve ins ene neem nh 


Total harmonic distortion (1 kHz, 1V) 


Signal to noise ratio (IHF'66) 


200 mV / 47kQ 
Tone controls 


BASS .. . = 8 dB (at 100 Hz) 

TREBLE . . 2 8 dB (at 10 kHz) 
Output Seve! / impedance 

TAPE REC 00... ccccccte re teeseneceereneenerneneeenee 200 mV / 1k2 


Video section 


VIDEO inputs / outputs 
(COMPOSITE) 00... eee ee eee ee ee eereeenenteneeeenreeeeeits 1 Vp-p/75 


Digital section 


Sampling frequency 

cece eaeseneeceeseetenseneeetessnensnnaneensensensestes 32 kHz,44.1 kHz,48 kHz 
Digital input 

{COAKIAL) cocceccescsccscsecsecssscssnessecesneesseseneesneeseeees 0.5 Vp-p/75 0 


FM Tuner section 
Tuning frequency range.. 87.5 MHz~108 MHz 
Usable sensitivity 

MONO 


1.6 pV (at 75 Q) / 15.2 dB 
{75 kHz dev., SINAD. 30 dB) 


STEREO 000. ccccteseeereeereeeesees 31.6 pV (at 75 02) / 41.2 dBE 
(75 kHz dev.) 

Signal to noise ratio (1 kHz, 75 kHz dev.} 
MONC.. . 75 dB (65.2 dBf input) 
STEREO . 68 dB (65.2 dBf input) 
Selectivity (IHF + 400 kHz} 70 dB 
Stereo separation (1 kHz: 40 dB 
Frequency response .......... 30 Hz~15 kHz, + 0.5 dB, - 3.0 dB 


AM Tuner section 


Tuning frequency range ...........eee 530 kHz ~ 1,700 kHz 
Usable sensitivity 

{30% mod., S/N 20 dB) .. 
Signal to noise ratio 


16 pV / (600 pV /m) 


For C-V500 


Audio S@Ction oo -snen 


Total harmonic distortion (1 kHz, TV} 


Signal to noise ratio (IHF’66) 


Output level / impedance 
TAPE REC 000... cece ce cceteneeee recreate trenereecaene 200 mV / 1kQ 


Video section. 


VIDEO inputs / outputs 
(composite) 


Digital section 


Sampling frequency 
32 kHz,44.1 kHz,48 kHz 


Digital input 
(COAXIAL) ..o.eceeececesseceereeeeseeseseeeeerecetestessaeatenenene 0.5 Vp-p/75 Q 


FM Tuner section 


Tuning frequency range ............---eree 87.5 MHz-108 MHz 
Usable sensitivity 
MONO 1... eee teeters 1.6 pV {at 75 Q) / 15.2 dBf 


(75 kHz dev., SINAD. 30 dB) 


STEREO 31.6 pV (at 75 Q) / 41.2 dBF 


(75 kHz dev.) 


Signal to noise ratio (1 kHz, 75 kHz dev.} 
MONO... . 75 dB (65.2 dBf input) 
STEREO . 68 dB (65.2 dBf input) 
Selectivity (IHF + 400 kHz). wen 5O dB 
Stereo separation (1 kHz} . 40 dB 
Frequency response .......... 30 Hz~15 kHz, + 0.5 dB, ~ 3.0 dB 


AM Tuner section 


Tuning frequency range........... (9 kHz) 531 kHz ~ 1,602 kHz 
{10 kHz) 530 kHz ~ 1,610 kHz 
Usable sensitivity 


(30% mod., S/N 20 dB) . 16 pV / (600 pV / m) 


fat 30% MO. TMV IMPUt) oe eect eteetetees 48 dB Signat to noise ratio 
{at 30% mod. TMV input) oes 48 dB 
General _ 
General. esom 
Power CONSUMPTION 000. erences nannenne ree rncies 35 WwW 
t. AC outlet Power CONSUMPTION 0.0.0... e cee cee ee seeeteee ter nee neeeneees 35W 
UN SWITCHED... cececseseeeereeeeeees 2: (Total 100 W max} a. AC outlet 
Dimensions ....0....0.. cesses ieeetereeees W:400 mm (15-3/4”) UN SWITCHED . 2: (Total 100 W max) 
H:105mm = (4-1/8") Dimensions. ...... W:400 mm 
0:382 mm (15-1/16") 4:105 mm 
4.4 kg (9.7 Ib) D:382 mm 
Weight (net)... ecstatic BA KG 
NWOCD fol ows a po + omtinuaus advancements in development Far tnis reason specifications may be changed without notice 


! performance may no 


exnibited in extremey cold lacations (below 0 deg.Ci 


(Other coutries) "Si 


below to see if the problem can corrected before seeking help from your deaier or service representative. 


unit to the normal condition. 


How to reset the microcomputer 


The microcomputer may malfunction (impossibility of operation, 
erroneous display, etc.) when the power cord is unplugged and 
plugged in again while the unit is in ON mode with the |/© key 
pressed or due to other external causes. in this case, execute the 
procedure on the right te reset the microcomputer and return the 


again. 


1 Unptug the power cord from the wail outlet. 
2 While pressing and hoiding the POWER or !/ (ON/ ; 
STANDBY) key, plug the AC cordinto the wall outlet | 


@ Resetting the + 
“eturns it to tre 


reOcOM pute” clear 
nila sergio 


wh 


Amplifier 
pian Symptom 


Cause 


Remedy 


Sound is not output or the volume level is 
low. 


@ Connectior corcs are undi dfrare theyacks 


@ MUTE is ON 

iTee MUTE CN inacator is Dirk ng) 

The TAPE 2 (MONITOR} bey Is set to ON 

@ The selected surrauna moae goes tol matcn 
the input signa 


“PROTECT” blinks and sound is not output. 


@ Speaker cords are snort ¢ rcuned | 


Sound is not output from one of the speak- 
ers. 


@ the BALANCE 
position 


EeTUg 3S Oo am extreme 


Sound is not output from the surround 
speaker and/or center speaker, or their 
sound is very smail. 


The surrourd speaker covds and/or center speaker 
cord are disconnected 

Tre Surround olay move “as not oeer engaged 
Tre surround ang center speaxer eveis are Set to j 
the Tucimirm positions 


System control is not available when TAPE1 
or MB is selected. 


@ “TAPEt" of “MO” '5 nor aispiayed 


System control is not available when DVD 
or 6ch INPUT is selected. 


@ “DVD" of “6ch INPUT" ts not cisplaved 


System control is impossible. 


@ System caniroicerds are connected -ncorectly 


@ Conrect tren co 
tem connection 


Tuner 


we : Symptom x 


Cause. =: f 


Radio stations cannot be received. 


@ No artenna :s connected : 

The broadcast band !s not set properly 

@ The frequency of the desired Station 1s not 
tuned 


Remedy 
@ Connect ar amianra - 9. 
@ Set the broaccasi oand properly ~ 28 
@ Tune the frequency of the aesired ion 
= 28, 


Interference. 


@ Noise due to ignition naise of an automobiie 


@ Nose due to ar influence from an electric 
appliance 
® Noise due to a nearby TV set 


e@ insta. tre outdour antenna away trom the 
roan 
@ Turn off tne power to 17e@ anp'ance 


@ insiall ine system ‘arther away from the TY 
set 


A station which was preset cannot be re- 
ceived by pressing the corresponding nu- 
meric key. 


@ The preset memory was cleared because the 
oower cord "ad deen unplugged for a long 
period of time 

@ The TUNER input Is vot selected 


@ Preset ihe stations by auto memory again. 
- 2 


@ Select the TUNER input 


Dorot use contact c’ean:ng agents because they could case a malfunction. Be specifically careful against using contact cleaning agents 
containing ail, since they may deform the plastic components 


Remote control unit 


Symptom Cause | 
Remote control operation is not possible. @ Satieres are exhausted = 15 
@ Tre remote coming unt winin the 


rain system, controlling a7g € 18 105 age. o 

there :s ac abstacle is derween 

i @ Tre auais cards and system contra cords a 
not connected prapeny 

: @ The Source cor panen: to be operated does "6 ne tape: 

contair the tapets! Oo” disc !oonent to pe play 


PIS. GMT :S 100 far away ‘ore the | 


The GRC screen is not displayed. Batteries are exnausted | e Ren ace wer new batieres aE 


natienes atte tre intor 
a.sappeared 


avd repiac 
ation aspiay My 


@ Batteries ave emovec wale someth-ng is ais- 


The GRC display is abnormal 


Set up code chart 
Although each setup code is designed to work with a number of different models, certain codes may not work with some 
models. {Also, certain codes may only operate some of the functions available on a given model.} 
With some models, be sure to keep the ENTER key pressed for a while. 


Memory backup function 
Please note that the following items will be deleted from this unit’s memory if the power cord is disconnected from the AC 
outlet for approximately three days. 


e@ TUNER impor s 


3 cB 


IS S@ectes 


eeeenece 


Jy OC SO} 


ator 


shows AM 72.060 wh om 1s Binnina. 


For the U.S.A. 


i FCC WARNING 


pment ay cacse narmfa. interference unless 
8 authority 16 operate tris equipment if an 


ermodifications toth 


anua. Te user coule lose t 


1aClass Baga aevice, pursuant to Par. 15 of the FCC Rules. These 


ererer a residentia: instailaton. This equipment may cause 


+ ed ang used ° accordance with tne instructors. However, tnere ts no 
later ff ths equiamert coes cause hariful interference to radio or tetevision 
off and om. the use" § encouraged to t’y to correct the interference by ore 


aipmMent anc rece:ve" 
the eGuorent nto an Out €. on @ Gercurt avterent from * 
Ty tecnnic ar for rele 


at to which the receiver 's connected 


wr the dealer cr an expenen 


In case of difficulty ae 


For the U.S.A. 


, Note to cA v system installer: 


evided 


syster’ cstailers attention to Article’820-40 of the NEC inat provides guidelines for proper 
cto1mé Grouna'ng system or ime bu:lding, as close ta tne paint 


be com 


ar ine canle gro.ea 


